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THE DOCUMENTS ARE TO BE CONSIDERED A WHOLE PACKAGE AND SHALL NOT BE BROKEN OUT INTO PIECES-
EITHER BY TRADE, ROOMS OR EQUIPMENT. THE CONTRACTORS SHALL REFER TO ALL SHEETS FOR RELEVANT
INFORMATION INCLUDING ADDITIONAL INFORMATION TO BE PROVIDED BY THE OWNER.

ALL WORK SHALL COMPLY WITH APPLICABLE NATIONAL AND LOCAL CODES AND ORDINANCES, AS WELL AS
UNDERWRITERS REGULATIONS HAVING JURISDICTION.  THE CONTRACTORS SHALL ALSO COMPLY WITH ALL RULES
AND REGULATIONS OF THE BUILDING OWNER, IF APPLICABLE.

ALL CONTRACTORS SHALL VISIT THE SITE TO DETERMINE THE EXISTING CONDITIONS. NOTIFY THE ARCHITECT
IMMEDIATELY IF THERE ARE ANY DISCREPANCIES BETWEEN EXISTING CONDITIONS AND THE CONSTRUCTION
DOCUMENTS.

THE WORK INCLUDES THE FURNISHING OF ALL LABOR, MATERIALS AND EQUIPMENT AND SERVICES NECESSARY
FOR, AND REASONABLY INCIDENTAL TO THE COMPLETION, IN PLACE, OF ALL WORK ILLUSTRATED AND
DESCRIBED IN THE DRAWINGS AND SPECIFICATIONS.

CONDITIONS DEPICTED ON THESE DRAWINGS HAVE BEEN COMPILED FROM AVAILABLE INFORMATION AND MUST
BE VERIFIED WITH ON-SITE CONDITIONS. WRITTEN DIMENSIONS ON DRAWINGS SHALL HAVE PRECEDENCE OVER
SCALED DIMENSIONS. CONTRACTORS SHALL VERIFY, AND BE RESPONSIBLE FOR ALL DIMENSIONS AND
CONDITIONS AT THE BUILDING SITE AND SHALL REPORT ANY DISCREPANCIES TO THE ARCHITECT PRIOR TO
PROCEEDING WITH THE WORK.

THE CONTRACTORS SHALL RECEIVE, HANDLE, STORE (WHEN NECESSARY) AND BE RESPONSIBLE FOR ALL
MATERIALS PROVIDED BY OTHERS. ALL MATERIALS SHALL BE ACCOUNTED FOR UPON RECEIPT AND ANY
MISSING OR DAMAGED PARTS SHALL BE REPORTED TO THE OWNER IMMEDIATELY.

SHOP DRAWINGS PREPARED BY THE CONTRACTORS, SUPPLIERS, ETC. SHALL BE REVIEWED BY THE ARCHITECT
ONLY AS TO CONFORMANCE WITH THE DESIGN CONCEPT. NO WORK SHALL START WITHOUT SUCH REVIEW.

THE CONTRACTORS SHALL REMOVE RUBBISH AND DEBRIS FROM THE BUILDING SITE PROMPTLY UPON
ACCUMULATION AND IN NO EVENT LESS FREQUENTLY THAN EVERY DAY.

THE CONTRACTORS SHALL PROTECT ADJACENT AREAS DURING CONSTRUCTION. CONSTRUCTION WORK SHALL NOT
DISTURB TRAFFIC OR ONGOING BUSINESS, EXCEPT BY SPECIFIC AGREEMENT WITH OWNER.

ALL DELIVERIES AND MODIFICATIONS TO THE BUILDING SHALL BE COORDINATED WITH THE BUILDING OWNER, IF
APPLICABLE.

MINOR [TEMS AND ACCESSORIES REASONABLY INFERRED AS NECESSARY TO COMPLETE AND PROPERLY OPERATE
ANY SYSTEM, SHALL BE PROVIDED BY THE RESPECTIVE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

THE CONTRACTORS SHALL INSTALL ALL MANUFACTURED ITEMS, MATERIALS AND EQUIPMENT IN STRICT
ACCORDANCE WITH THE MANUFACTURER'S SPECIFICATION RECOMMENDATIONS.

ALL REQUESTS FOR SUBSTITUTION OF ANY [TEMS SPECIFIED SHALL BE SUBMITTED IN WRITING TO THE OWNER’S
REPRESENTATIVE AND WILL BE CONSIDERED ONLY IF BETTER SERVICE, MORE ADVANTAGEOUS DELIVERY DATE OR
CREDIT TO THE CONTRACT PRICE WILL BE PROVIDED WITHOUT SACRIFICE OF QUALITY, APPEARANCE AND
FUNCTION.

CONTRACTORS SHALL SUBMIT CONFIRMATIONS WITH DELIVERY DATES ON ORDERS OF MATERIALS AND
EQUIPMENT WITH LONG LEAD TIMES.

THE CONTRACTORS SHALL SUBMIT SAMPLES OF ALL FINISHES TO THE ARCHITECT OR OWNER REPRESENTATIVE
PRIOR TO INSTALLATION.

CONTRACTORS SHALL VERIFY WITH THE OWNER AND/OR TENANT ALL FIXTURES AND EQUIPMENT TO BE
FURNISHED BY OTHERS.

GAPS BETWEEN DIFFERENT MATERIALS AND OR AT CORNERS SHALL BE THOROUGHLY SEALED.

COLORS AND MATERIALS SHALL BE VERIFIED WITH OWNER.

LEGEND / ABBREVIATIONS
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GENERAL REQUIREMENTS
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THE GENERAL CONTRACTOR IS RESPONSIBLE FOR COORDINATING THE ENTIRE SET OF DOCUMENTS WITH ALL
TRADES.

THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE DRAWINGS AND PERMITS FOR ALL BUILDING SYSTEMS,
UNLESS NOTED OTHERWISE FROM THE OWNER.

PRIOR TO EXECUTING CONSTRUCTION CONTRACT, GENERAL CONTRACTOR MAY BE REQUESTED TO REVISE THEIR
BID TO REFLECT THE FINAL CONSTRUCTION SET THAT MAY CONTAIN BIDDING ADDENDAS, REGULATORY
COMMENTS, CLIENT REVISIONS, DRAWING CLARIFICATIONS, OR VARIOUS OTHER MODIFICATIONS.

IF A DISCREPANCY OCCURS WITHIN THESE DOCUMENTS, IN THE SPECIFICATIONS, OR BETWEEN THESE
DOCUMENTS AND SPECIFICATIONS, THE CONTRACTOR IS TO ASSUME THE MORE EXPENSIVE MATERIAL SYSTEM,

OR EQUIPMENT, UNTIL VERIFIED BY THE OWNER AND/OR ARCHITECT.
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detail
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drawer
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galvanized steel sheet

gypsum
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left hand
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match existing
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miscellaneous
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mullion

membrane waterproofing
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overall

obscure
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opening

opposite

P LAM
PAR
PC

PERF

PLAT
PNL
PNT
POB
PP
PROP
PSF
PSI

PTN
PVvC
PWD

SPEC

STD
STL
STR
SUSP
SUPP
SV

T.AS.
T&G

TEL
TEMP
TKBD
TOC
TS
TV

TYP
U.N.O.
VB

VCT
VERT

. D ONSTLE e

H*

plastic laminate
parapet

portland cement/
precast concrete
perforate(d)
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proposed

pounds per square foot
pounds per square inch
pressure treated
partition

polyvinyl chloride
plywood

quarry tile

riser

return air
radius

roof drain
reference
refrigerator
reinforced (ing)
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KEYED NOTE

APPLICABLE CODE INFORMATION:

2012 IBC — INTERNATIONAL BUILDING CODE W/ LOCAL AMENDMENTS

2011 NEC — NATIONAL ELECTRICAL CODE W/ LOCAL AMENDMENTS

2012 IMC — INTERNATIONAL MECHANICAL CODE W/ LOCAL
AMENDMENTS

2012 IPC  — INTERNATIONAL PLUMBING CODE W/ LOCAL AMENDMENTS

2012 IECC — INTERNATIONAL ENERGY CONSERVATION CODE

2012 IFGC — INTERNATIONAL FUEL GAS CODE

CODE ANALYSIS:
OCCUPANCY TYPE:

OCCUPANT LOAD:

BUSINESS B (BASEMENT & 1ST FLOOR) &
ASSEMBLY A-3D (2ND FLOOR)

BASEMENT: 93 OCCUPANTS

FIRST FLOOR: 211 OCCUPANTS

SECOND FLOOR: 626 OCCUPANTS

PLUMBING FIXTURE CALCULATION:

BUSINESS:
EXCEEDING 50.

1/25 FOR THE FIRST 50 AND 1/50 FOR THE REMAINDER

URINALS SHALL NOT BE SUBSTITUTED FOR MORE THAN 50% OF
REQUIRED WATER CLOSETS.

ASSEMBLY:

1/125 MALE WC; 1/65 FEMALE WC

URINALS SHALL NOT BE SUBSTITUDE FOR MORE THAN 67% OF
REQUIRED WATER CLOSETS.

BASEMENT OCCUPANCY LOAD: 93 OCCUPANTS
BASEMENT FLOOR REQUIRED: 3 WC & 2 URINALS
BASEMENT FLOOR PROVIDED: 8 WC & 2 URINALS

FIRST FLOOR OCCUPANCY LOAD:
FIRST FLOOR REQUIRED:
FIRST FLOOR PROVIDED:

211 OCCUPANTS
6 WC & 3 URINALS
8 WC & 2 URINALS

SECOND FLOOR OCCUPANCY LOAD: 626 OCCUPANTS

SECOND FLOOR REQUIRED:  MALE:
SECOND FLOOR PROVIDED:  MALE:

3 WC & 2 URINALS
FEMALE: 5 WC
3 WC & 2 URINALS
FEMALE: 5 WC

SCOPE OF WORK

INTERIOR FINISH OUT/REMODEL OF EXISTING RESTROOMS
INCLUDING PLUMBING & ELECTRICAL FIXTURES.
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VARIES L 30" MIN. |6", = Y~ R . .
VISUAL ALARMS MOUNT 7 T b = SIGNAGE  \_ ireRioR TReSHoLD:
SHELF NAPKIN DISPOSAL  NAPKIN DISPOSAL  NAPKIN MIRROR VENDING BABY CHANGING STATION TOWEL DISPENSER ~ HAND DRYER  SOAP DISPENSER  TOILET TISSUE AT LOWER HEIGHT W/ DUAL WASH BASIN W/ SINGLE <= s %" MAX. HEIGHT
DISPOSAL DISPENSER WASH BASIN 3
5 MISCELLANEQUS FIXTURE HEIGHTS (ADULT) ACCESS LAVATORY PLAN 5 ADULT SIGN & REACH REQ’S
Oscu.&s?w’-f-o‘ . — — - ll SCALE: 1/4" = 1’0 — ‘SCALE: NTS — —
4 MAX'“"\]' 32 MIN. '2/ ALT. DOOR LOCATION
z EQU|PMENT LETTERS AND NUMERALS SHALL BE RAISED 1/32”, UPPERCASE, THE CHARACTERS AND BACKGROUND OF SIGNS SHALL BE
<§E NOTE: I . PERMITTED SANS SERIF OR SIMPLE SERIF TYPE AND SHALL BE ACCOMPANIED EGGSHELL, MATTE, OR OTHER NON—GLARE FINISH.
= X SHALL BE </= S CHANGES IN LEVEL: WITH GRADE 2 BRAILLE. RAISED CHARACTERS SHALL BE AT LEAST CHARACTERS AND SYMBOLS SHALL CONTRAST WITH THEIR
= “ I~ »| 25 IN. MAX; Z CHANGES IN LEVEL UP TO 1/4" MAY BE_VERTICAL AND WITHOUT EDGE IN SHADED 578" HeH, el N0 HIGHER 2 BASED ON THE HEIGHT OF %ﬁgggﬂngsafgﬂfﬁ gf&&%? SgH_,F\ AR
N . ™ SHALL BE >/= X. TREATMENT. CHANGES IN LEVEL BETWEEN 1/4” AND 1/2" SHALL BE AREA EHGmcLEENBr VIE'REF;AET %‘é’;ﬁgﬁ,ﬁgﬁj&ﬁ%@&%ﬁgw TTT_E BACKGROUND.
N = WHEN X IS 20 IN. | BEVELED WITH WITH A SLOPE NO GREATER THAN 1:2. CHANGES IN LEVEL . Q
o \\ | 2 MAXMUM, THEN ¥ bx ! SRERTER THUN 1/2° SHALL BE ACCOMPLISHED BY MEANS OF & RAMP. ) S = PICTOGRAM. THE BORDER DIMENSIONS OF THE PICTOGRAM SHALL
Zl o~ SHALL BE 48 N L Z 5 > 2 = ALL PIPES BE 6" MINIMUM IN HEIGHT.
MAXIMUM. WHEN B [ = -
— K\\—- n © X IS >20-25 IN. 8 . 1/4" 70 1/2" 4 ! \ . 1 k ~ INSULATED
V- — MAXIMUM, THEN Y 3 - —~20"
» . v f M SHALL BE 44 N. +—>—+ (6.5 L(/)\XTEMM) - & B o —20" MAX FAUCET o
42" MIN. LATCH Ia MAXIMUM. = 2 TO FRONT EDGE
APPROACH ONLY, | 357N — PGURE 7 () s =
OTHER APPROCHES = : S 2 Changes in Level - x N =
48" MIN. ! /. o . < @ N =
—L = r —— 1/4" (6.5MM) MAX.l N/ 1w ' -
12" MAX. - % = == ) ‘©
@ 54" MIN = z pr— = [9 \ =
hd = - C; »” X — -~
| " - 2 changes In Love 30" MIN. M ‘ > -
56~ MIN. W/WALL MOUNTED W.C. i) 4L 4|' 4|’ ] +— || = DISPLAY
6" MIN o 6" MAX CONDITIONS
. — FIGURE 6 (c) FIGURE 6 (b) . o M7 =
59" MIN. W/FLR. MOUNTED W.C. z L ‘ Maximum Side Reach over Obstruction High and Low Side Reach Limits 2 FIGURE 32 FRONT ELEVATION o _—M -25 I INSTESQSEO#L
} 45" . e =R\ I‘/ 20 MAX. Clear Floor Space for = SIDE ELEVATION ACCESSBLIY
FIGURE 5 (a) FIGURE 5 (b) Lavatories
FIGURE 30 (0) High Forward Reach Limit Maximum Forward Reach over an Obstruction AGES 11 THROUGH 14 OR 15
Standard Stall GRADES 6 THROUGH 8 OR 9
2 SCALE: 3/8° = 1-0 — 2 SCALE: 3/8° = 1'-0° B — /I SCALE: 1/2° = 1-0° — ll SCALE: NTS. SCALE: 3/8° = 1'-0" 4‘ SCALE: NTS — -
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PULL SIDE MORE THAN 44" AFF . VA ol V'S
=" PUSH SIDE T = y -
| b M= o F x> 24— X ) e L
g =z | | . _I:s—1/z' MIN. ]
= - — — A
3 18 MIN, ol | L | & g
24 JPREFERRED < o | % ¢ - |
C ] — B |'\‘_ b ]
30"X48" CLEARJ - b | }—El
FLOOR SPACE -*AR-LE,I- .
MUST HAVE
FIGURE 25 (a) ELONGATED RIM PLAN ELEVATION FIGURE 39 (a) FIGURE 39 (b)
N . Handrail Handrail
Front Approaches Swinging Doors T_2cg LEAAFLN _1_ a
&= 1-1/4 - 1-1/2°
41_011 . E'x
. , . =] 15§ A e e
H a I ~ k- 30°x48" =
2 = £ . 2 I amr | g% 11/2
N . : ) NOTE: X = 36" MIN. IF Y = 60" NOTE: Y = 48" MIN. IF DOOR HAS ¥ 3 | FLOOR | f
x g — 3 X = 42" MIN. IF Y = 54” BOTH A LATCH AND CLOSER = I_ | SPACE ]
————— — PULL SIDE X \ B Q
[ 60" l e e 1 42-46" 6] r —| MIN | 24 PUSH SIDE ELEVATIONS PLAN
' ' 48" MIN I ! N R FIGURE 39 (c) FIGURE 39 (e)
X |~ |:> : : >_§ Handrail Grab Bar
o
. I Q
1¢|‘ EYE LEVEL —— : ) —— 5
i
X ADULT URINAL CLEARANCES GRAB BAR & HANDRAIL REQ'S
’ o FOURE 25 () SCALE: NTS SCALE: NTS
Hinge Side roaches Swinging Doors 3-0"
— 9 App 9n9 “S"Sgg‘gR(T;R;\EOBfgS 0 7w | 1. DIMENSIONS MARKED ABSOLUTE OR ABS MUST BE HELD EXACTLY TO THOSE
SUPPORT 250 3% s W—, DIMENSIONS TO' MEET GOVERNING CODES.
36" X 24 MIN DIRECTIONS | . 2. RESTROOM FIXTURE DIMENSIONS ARE FROM CENTER LINE OF FIXTURE TO WALL
PULL SIDE .24 MIN i ) FINISH. NOTED DIMENSIONS ARE ABSOLUTE.
PUSH SIDE + 8 8 :
FIGURE 4 (e) FIGURE 4 (d) ) ) FIGURE A3 ) FIGURE A3 (a) == S — — = — it RIS b g . i z 3. AT LAVATORY, INSULATE ALL DRAIN AND WATER LINES. FAUCETS SHALL BE
Additional Clear Floor Space for Wheelchairs Clear Floor Space in Alcoves Dimensions of Adult—Sized Wheelchair Dimensions of Adult—Sized Wheelchair | <:| = | OF TOILET AREA & HAND . H ° 3 % LEVER- OPERATED, PUSH-TYPE, OR ELECTRONCALLY CONIROLLED._ IF
| >$ | |<:| SSEWREE 'IEI)-I';NATAS'MQPE ' T LEAST 10 SECONDS. RE: DETAIL 1 THIS SHEET.
NOTE: ] 1 ] 18" HO 18" HoL
WHEN Y IS 48 IN. MINIMUM, THEN X SHALL BE 42 IN. MINIMUM. ¢ J | J 4. MOUNT URINAL AT 17" A.F.F. TO LOWER OPENING OF BASIN.
60" MIN. WHEN Y IS 60 IN. MINIMUM, THEN X SHALL BE 36 IN. MINIMUM. " » HGL!RE 30 (C) FIGURE 29 (0)
Y = 54" MIN. IF DOOR Y = 48" MIN. IF DOOR Toilet Stalls Grab Bars at Water Closets 5. MOUNT TOP OF SEAT AT WATER CLOSET BETWEEN 17° MIN — 19" MAX
X HAS CLOSER HAS CLOSER Rear Wall of Standard Stall Back Wall : - :
2N 2N AFE
FIGURE 25 (c) . PROJECTING 6. ACCESSIBLE CONTROLS AND OUTLETS, RE: 5/GO10.
6, 6 2 Latch Side Approaches = OBJECT ABOVE o u fe o
= Swinging Doors 2" MN__,  GARB BAR 7. GRAB BARS:
> 54 MIN ] 2 42" NN — OUTSIDE DIAMETER TO BE BETWEEN 1 1/4” AND 1 1/2". SPACE BETWEEN
WE 36" MAX M 1 qouer WALL AND GRAB BAR SHALL BE 1 1/2".
—t A —1— o /L PAPER ~ GRAB BARS AND THEIR FASTENERS MUST BE FREE OF ANY SHARP OR
——= . PAPER i é i ABRASIVE ELEMENTS.
z z i 3 s — GRAB BARS MUST WITHSTAND THE BENDING MOMENT OF A 250 POUND FORCE.
PACE,_ = 5 | | = | ) S ) EI — GRAB BARS MUST WITHSTAND THE SHEAR STRESS OF A 250 POUND FORCE
o 3 o | L5 | | - ol |2 s Pt % — FASTENERS MUST WITHSTAND THE SHEAR STRESS AND TENSION FORCE OF A
. N © < 3 = |b = ¥ 250 POUND FORCE.
R ~ | =z — GRAB BARS SHALL NOT ROTATE WITHIN THEIR FITTINGS.
7 @ = FIGURE 30 (d) FIGURE 29 (b)
\ 7 ™ 3 Toilet Stalls Grab Bars at Water Closets 8. DOOR HARDWARE: HANDLES, PULLS, LATCHES, LOCKS, AND OTHER OPERATING
< — FIGURE 25 (d) _FIGURE 25 (e) Side Walls Side Wall DEVICES ON ACCESSIBLE DOORS SHALL HAVE A SHAPE THAT IS EASY TO
| | N Front Approach sid Sgde Side dA;::pl'lzoch 0 GRASP WITH ONE HAND AND DOES NOT REQUIRE TIGHT GRASPING, TIGHT
-~ _ Sliding Doors and Folding Doors iding Doors and Folding Doors PINCHING, OR TWISTING OF THE WRIST TO OPERATE. LEVER—-OPERATED
ot — — L — 60" MIN 9 9 ADULT WATER CLOSETS MECHANISMS, PUSH-TYPE MECHANISMS, AND U—SHAPED HANDLES ARE
| x" MN [x1<48”] X" MIN | e =T = = = ACCEPTABLE DESIGNS. WHEN SLIDING DOORS ARE FULLY OPEN, OPERATING
g ‘ " X SCALE: 3/16° = HARDWARE SHALL BE EXPOSED AND USABLE FROM BOTH SIDES. HARDWARE
FIGURE A4 FIGURE 3 (c) _FIGURE '3 (b) _ FIGURE 3 (a) 24 MIN REQUIRED FOR ACCESSIBLE DOOR PASSAGE SHALL BE MOUNTED NO HIGHER
Cane Technique T—Shaped Space for 180 degree Turns Clear width Space for U Turns 60—inch Diameter space 1 THAN 48 INCHES ABOVE FINISHED FLOOR.
-_— n ”
z i_ _i_i 307x48 9. DOOR CLOSERS: IF A DOOR HAS A CLOSER, THE SWEEP PERIOD OF THE
s <:| CLOSER SHALL BE ADJUSTED SO THAT FROM AN OPEN POSITION OF 70
N [ CLEAR FLOOR | DEGREES, THE DOOR WILL TAKE AT LEAST 3 SECONDS TO MOVE TO A POINT
_ _ _ _ o — < A SPACE 3 INCHES FROM THE LATCH, MEASURED TO THE LEADING EDGE OF THE DOOR.
>
= Y = 54" MIN. IF DOOR — 10. DOOR OPENING FORCE: THE MAXIMUM FORCE FOR PUSHING OR PULLING OPEN
5, HAS CLOSER A DOOR SHALL BE AS FOLLOWS:
~ 1) FIRE DOORS SHALL HAVE THE MIN.
OPENING FORCE ALLOWABLE BY THE
‘ LatcfltnG%?dEe %Aipgo)ach APPROPRIATE ADMINISTRATIVE AUTHORITY.
= - 4 2) OTHER DOORS
s Sliding Doors and Folding Doors A) EXTERIOR HINGED DOORS: (RESERVED)
[ [ . O A B) INTERIOR HINGED DOORS: 5 LBF (22.2N)
| | = - - - - =0 C) SLIDING/FOLDING DOORS: 5 LBF (22.2N)
- . THESE FORCES DO NOT APPLY TO THE FORCE
| | =5 REQUIRED TO RETRACT LATCH BOLTS OR
: | | ® = 48 MIN | 48 MIN =g | 16"—18” DISENGAGE OTHER DEVICES.
% = —— o — —— f=
— ‘3% . . ~ ==3 " o - 11. ACCESSIBLE ROUTE EXTENDS FROM ALL BUILDING EXITS TO
| ] S § VLl LN lf =5 LI e RESTROOM PUBLIC RIGHT—OF—WAY. THE ACCESSIBLE ROUTE SHALL NOT EXCEED
[ _— — [ — 2 _L [_ _L [_ + 32" MIN ‘; =\‘ Nl \ = hexo0 W 1:50 ALL THE DIRECTION OF TRAVEL AND 1:50 IN THE CROSS SLOPE.
48" . 60" MIN 48" MIN 36" MIN — o ~ ~ ALL RAMPS SHALL HAVE A MAXIMUM 1:12 RUNNING SLOPE AND 1:50
J J 30 | | J J === == | - ® PLAN
- = © Z| CLEAR FLOOR MAINTAIN CROSS SLOPE.
E ..2 ) ”
FIGURE 4 (c) FIGURE 4 (b) FIGURE 4 (a) FIGURE 2 FIGURE 1 (a) FIGURE 1 2o SPACE / 5-0
Parallel Approach Forward Approach Clear Floor Space  Minimum Clear Width for Minimum Passage Width for One Minimum Clear Width for i i i i 0 ! =
Two Wheelchairs Wheelchair and One Ambulatory Person Single Wheelchair FIGURE 26
Two Hinged Doors in Series
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SPACE ALLOWANCES

SCALE: 1/4" = 10"

]

MIN. DOOR CLEARANCES

SCALE: 1/#" = 10"

ACCESS. RESTROOM PLAN

SCALE: 1/4° = 10"

’I ACCESSIBILITY NOTES

G010




PARTITION NOTES

1. REFER TO ACCESSIBILITY SHEET GO10 FOR ADDITIONAL INFORMATION.

GENERAL DEMOLITION NOTES:

DEMOLITION CONTRACTOR SHALL GENERALLY DO ANY CUTTING FOR, AND REMOVE ALL ITEMS,

[ ! ] ] WHETHER SPECIFICALLY INDICATED OR NOT, WHICH WOULD INTERFERE WITH OR BE
2. DESIGN CRITERIA: INCONGRUOUS TO THE PROPOSED CONSTRUCTION OR NEW FINISHES.
A ALLOWABLE DEFLECTION = '/240 FOR LISTED LIMITING HEIGHTS
B. 95 GA. MTL STUDS AT 16" OC. 2. DEMOLITION CONTRACTOR SHALL PROVIDE AND PLACE ALL SHORING OR STRUCTURAL
" ngn UNDERPINNING REQUIRED TO SUPPORT EXISTING CONSTRUCTION DURING ALL PHASES OF
C. %" TYPE "X" GYPSUM BOARD ORREREIINS
‘7"A_ Sglég\[;m%”gp Tﬂfgg'ﬂs%m[) ATTENUATION BATTS OR BLANKETS (R—19) UNLESS NOTED 3. DEMOLITION CONTRACTOR SHALL PROVIDE ALL MATERIALS NECESSARY TO SUITABLY SCREEN
— — . - OTHERWISE. DEMOLITION WORK FROM PUBLIC VIEW AND PROTECT THE PUBLIC'S SAFETY, AS WELL AS
i} I B. FILL ALL DECK VOIDS WITH SOUND ATTENUATION MATERIAL COMPLY WITH ALL LOCAL CODES AND ORDINANCES FOR REMOVAL OF MATERIAL.
C. SEAL PARTITION PERMETER AND ALL PENETRATIONS WITH ACOUSTICAL SEALANT. 4. ALL ITEMS AND FINISHES WHICH ARE TO REMAIN SHALL BE PROTECTED AGAINST DAMAGE
4 DAMP LOCATIONS: DURING DEMOLITION. ANY DAMAGE WHICH OCCURS DURING DEMOLITION SHALL BE
A PROVIDE WATER RESISTIVE GYPSUM BOARD AT RESTROOM WALLS, CEMENTITIOUS BD. AT CORRECTED BY THE DEMOLITION CONTRACTOR AT THE CONTRACTOR'S EXPENSE, UNDER THE
ALL TILED CONDITIONS. SUPERVISION OF THE GENERAL CONTRACTOR.
5 BRACING: 5. DEMOLITION CONTRACTOR SHALL PROVIDE ANY BARRICADES, SUPPORTS, RAILINGS, ETC. AS =
/] A PROVIDE RIGID BRACING FOR STEEL STUD PARTITIONS EXCEEDING THE LIMITING HEIGHT. REQUIRED BY O.S.HA., AS WELL AS TO PROVIDE SAFE WORKING CONDITIONS. [T
M B. PROVIDE RIGID BRACING FOR STEEL STUD PARTITIONS THAT STOP ABOVE THE CEILING >
r T T LINE. 6. ANY ASBESTOS ENCOUNTERED DURING CONSTRUCTION SHALL BE REMOVED OR w| o
C. REFER TO UL RATED PARTITION DESCRIPTIONS FOR DETAILED CONSTRUCTION NOTES. ENCAPSULATED BY A LICENSED ASBESTOS CONTRACTOR IN ACCORDANCE WITH ALL FEDERAL, =
STATE AND LOCAL CODES AND ORDINANCES. % _
r| W
7. ALL EXISTING MECHANICAL TO REMAIN SHALL BE SUSPENDED FROM THE STEEL STRUCTURE Wl wi| o
IN TS EXISTING LOCATION OR RELOCATED AS REQUIRED BY REMODEL PLANS. 2 § A
8. CONTRACTOR SHOULD USE EXTREME CARE AND CAUTION WHEN REMOVING REQUIRED DOl m
EXBT'[@[DEMO KEY NOTES: @ STRUCTURE OR NON-STRUCTURAL ELEMENTS TO INSURE THAT STRUCTURAL MEMBERS ARE
L O NOT DISTURBED DAMAGED OR ALTERED. 0| 0
! J ~— ~—
9. CONTRACTOR SHALL CONFORM WITH ALL LOCAL, STATE AND FEDERAL GUIDELINES Wi N
A. REMOVE SHOWER, SURROUNDING BENCH & LOCKERS W/ CONCERNING SITE SAFETY, DUST ABATEMENT AND CONTROL, AND DISPOSAL. 2l Bl Z
BUILT IN WALL NSNS
: 10. PROTECT WALLS TO REMAIN DURING DEMOLITION AND CONSTRUCTION. REPAIR ANY DAMAGE 518
éj; B. REMOVE & DISCARD EXISTING SINK, MIRROR & SOAP TO "AS NEW” CONDITION.
1 Y = DISPENSER. 11. COORDINATE ANY SLAB DEMO WORK FOR PROPOSED PLUMBING & ELECTRICAL TRENCHING <
d C. DEMO WALL AT SHADED LOCATIONS. W/ PLUMBING & ELECTRICAL SHEET(S).
lI REWOVE EXSTING PAPER TOWEL/TRASH DISPENSER ELECTRICAL DEMOLITION NOTES:
E. REMOVE & DISCARD PARTITIONS, STALL DOORS & TOILET
} L ] ]
-li/\|=r| L/ — £ ACCESSORIES. 1. BEFORE SUBMITTING BID, THE ELECTRICAL CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
\ [%I F. DEMO & DISCARD EXISTING WALL TILES & SUBSTRATES. LOCATIONS OF ALL EQUIPMENT AND DEVICES. FAILURE TO DO SO SHALL NOT BE A CAUSE
G. PREPARE DOOR AS REQUIRED FOR NEW STAIN. FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.
H. REMOVE & DISCARD EXISTING WALL MOUNTED SHELF. 2. MAKE NECESSARY MODIFICATIONS AND ADJUSTMENTS TO ALL ELECTRICAL ITEMS AND
L NOT USED EQUIPMENT, BOTH NEW AND EXISTING, AS MAY BE REQUIRED BY THE ALTERATIONS AND
. . ADDITIONS.
o } J. REMOVE & DISCARD EXISTING SANITARY NAPKIN VENDOR. 3. DISCONNECT AT SOURCE AND REMOVE EXISTING ELECTRICAL MATERIALS AND EQUIPMENT
K. REMOVE & DISCARD EXISTING WATER FOUNTAIN. INCLUDING, BUT NOT LIMITED TO LIGHT FIXTURES, WIRING DEVICES, CONDUIT WIRES, AND
ALL OTHER ELECTRICAL ITEMS WHICH ARE RENDERED OBSOLETE BY THESE ALTERATIONS S
L. REMOVE & SAVE EXISTING TOILET OR URINAL. AND ADDITIONS. ALL EQUIPMENT WHICH THE OWNER DESIRES TO KEEP SHALL BE REMOVED ® o
TO LOCATIONS DESIGNATED. ALL OTHER EQUIPMENT SHALL BECOME THE PROPERTY OF THE £ 3
L M. REMOVE DOOR. REPAIR FRAME TO PATCH EXISTING HINGE CONTRACTOR AND SHALL BE PROMPTLY REMOVED FROM THE SITE. 7 2
LOCATIONS. 3 3 2
4. ELECTRICAL CONTRACTOR SHALL REFER TO THE DRAWINGS TO DETERMINE THE EXTENT OF 2 R 6
REMODELED AREAS. ALL NEW CONDUITS SHALL BE RUN CONCEALED IN AREAS WHERE 2o > R
PHOPOSED KEY NOTES: CEILINGS ARE INSTALLED. ALL AREAS WHERE SURFACE RACEWAY IS USED MUST BE S ¢%o SRS
(. I -_— APPROVED BY THE ARCHITECT AND OWNER. ALL NEW WALL INSTALLATIONS SHALL HAVE z=®d gsQ
CONCEALED CONDUIT. g 5£g Q8- g
. . : , i TR I~ 23
1. NEW SINK COUNTER. RE: 9410/6010, A201/MATERIAL 5. WHERE EXISTING EQUIPMENT AND WIRING IS REMOVED AND SUCH REMOVAL RESULTS IN A e 33 3 RN § N
SCHEDULE BOX OR FITTING THAT IS NO LONGER NEEDED, SUCH BOX OR FITTING SHALL BE - T gt o
DISCONNECTED AND REMOVED AND ALL CONDUITS AND WIRING FROM THIS BOX OR FITTING
NOT USED. BACK TO THE PROCEEDING BOX OR FITTING SHALL BE REMOVED. PROVIDE CAPS AND m|_|_|
PLUGS FOR ALL UNUSED OPENINGS IN THE BOX OR FITTING THAT REMAINS. WHEN AN ==
NEW TOILET/URINAL PARTITIONS & STALL DOORS. RE: OUTLET IS BEING REMOVED IN THE MIDDLE OF A RUN THE CONTRACTOR SHALL "BRIDGE" |_
THE CIRCUIT.
A201/TOILEI' ACCESSORIES SCHEDULE ==
6. WHERE NEW ELECTRICAL OR WIRING IS INDICATED OR REQUIRED, THE CONTRACTOR SHALL

KEY PLAN - BASEMENT

NTS |

4. ACCESSIBLE STALLS TO INCLUDE NEW GRAB BARS, 2-ROLL
TOILET PAPER DISPENSER, SEAT COVER DISPENSER &
CLOTHES HOOK. RE: A201/TOILET ACCESSORIES SCHEDULE
RE: GOIO FOR ACCESSIBILITIES HT REQUIREMENTS

5. PROVIDE MARBLE SADDLE TRANSITION STRIP AT DOORWAY
BETWEEN TWO FLOOR FINISHES. CONFIRM SOLUTION WITH
OWNER. RE: 14/G010

6. STANDARD STALLS TO INCLUDE NEW 2-ROLL TOILET PAPER
DISPENSER, SEAT COVER DISPENSER, CLOTHES HOOK &
NAPKIN DISPOSAL (WOMEN ONLY). RE: A201/TOILET
ACCESSORIES SCHEDULE

FURNISH AND INSTALL NEW, CONDUCTORS AND WIRING. NO EXISTING CONDUITS, RACEWAYS,
CONDUCTORS, WIRING OR EQUIPMENT SHALL BE REUSED, EXCEPT WHERE OTHERWISE NOTED
ON PLANS OR AS APPROVED BY THE ARCHITECT.

PLUMBING DEMOLITION NOTES

BEFORE SUBMITTING BID, THE PLUMBING CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
LOCATION OF ALL EQUIPMENT AND FIXTURES, AND TO APPRAISE THE REWORKING, REMOVAL
AND/OR RELOCATION OF ALL EXISTING EQUIPMENT AND FIXTURES AS INDICATED ON THE
DRAWINGS AND INCLUDE THE COST OF ALL SUCH WORK. FAILURE TO DO SO SHALL NOT
BE A CAUSE FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.

PLUMBING CONTRACTOR SHALL REMOVE ALL PLUMBING LINES BACK TO THEIR BEGINNING OR
END POINTS AND CAP THEM IN AREAS TO BE DEMOLISHED, UNLESS SPECIFICALLY NOTED
OTHERWISE.

ARCHITECTS, L.L.P.

H
\

| | ” - 7. NEW WAL COVSTRICTON._ (SHADED AREA) MECHANICAL DEMOLITION NOTES:
8. INSTALL NEW SUBSTRATE ON ALL WALLS INSIDE RESTROOM
. 5y 1. BEFORE SUBMITTING BID, THE MECHANICAL CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
TYP. ALL TYPALL AS FOLLOWS: 5" CEMENTITIOUS BACKER BOARD BEHIND AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
. » _ . LOCATIONS OF ALL EQUIPMENT AND DEVICES. FAILURE TO DO SO SHALL NOT BE A CAUSE
e ‘/_G> WALLS WALLS TILE, %" WATER-RESISTANT GYPBOARD ABOVE TILE. ~RE: FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.
SPECIFICATIONS, A201

L —1

3. MECHANICAL CONTRACTOR SHALL REMOVE ALL MECHANICAL DUCTS BACK TO THEIR
BEGINNING OR END POINTS AND CAP THEM IN AREAS TO BE DEMOLISHED, UNLESS

10. NEW FLOORING. RE: A201

SPECIFICALLY NOTED OTHERWISE.

5 5
!

NOMEN'S

MEN’S

WOMEN'S

11. NEW TRASH BIN. RE: A201/TOILET ACCESSORIES SCHEDULE
12. NEW HAND DRYER WITH ADA RECESS KIT. RE: A201/TOILET
ACCESSORIES SCHEDULE

7 | L———"= = 2. MAKE NECESSARY MODIFICATIONS AND ADJUSTMENTS TO ALL MECHANICAL ITEMS AND
_@ — 9. NEW AUTOMATIC SURFACE—MOUNTED ROLL TOWEL DISPENSER. EQUIPMENT, BOTH NEW AND EXISTING, AS MAY BE REQUIRED BY THE ALTERATIONS AND
ADDITIONS.
Gg §E] RE: A201/TOILET ACCESSORIES SCHEDULE

MECHANICAL CONTRACTOR SHALL REMOVE ALL MECHANICAL EQUIPMENT ON ROOF OR IN
WALLS AND IN CEILINGS AND THE OPENINGS MUST BE REPLACED WITH EQUAL WALL,
ROOFING, OR CEILING MATERIALS PER NEW PLAN FINISHES.

© COPYRIGHT 2015 HEIGHTS VENTURE ARCHITECTS, LLP

13. NEW SINK, FAUCET & SOAP DISPENSER. RE: A201/TOILET 5. ALL CHANGES IN MECHANICAL DUCTWORK MUST HAVE A BALANCE OF AIR WHEN REMODEL IS O Z ><
29 28 $ 29 ' FINISHED TO INSURE PROPER WORKING ORDER OF AR SYSTEM. O O
@ ACCESSORIES SCHEDULE I | LIJ
— 14. NEW MIRROR. RE: A201/TOILET ACCESSORIES SCHEDULE GENERAL CONSTRUCTION NOTES N | p) —
i 15. NEW STORAGE CABINET WITH MIRROR. RE: A201/TOILEI' — | x -
TYP. TYP. 1. DO NOT SCALE THE DRAWINGS. CONTACT THE ARCHITECT TO VERIFY OR CONFIRM UNKNOWN
@ @ ACCESSORIES SCHEDULE. RE: GOIO FOR ACCESSIBILITIES HT DIMENSIONS. 2 O U Z
REQUIREMENTS 2. GENERAL CONTRACTOR SHALL VERIFY WITH DIMENSIONS IN PLANS BEFORE COMMENCING ANY - D: < O
| | ] I " 16. NEW FULL LENGTH MRROR. RE: A201/TOLLET ACCESSORES WORK. CONTRACTOR TO INFORM ARCHITECT OF ANY DISCREPANCIES. LL ~
c 3. ALL OTHER WORK REQUIRED BUT NOT SPECIFIED IN THESE DOCUMENTS, SHALL BE D: I
C SCHEDULE PERFORMED BY CONTRACTORS TO MEET THE GENERAL PRACTICING STANDARDS, BUILDING I_ R
. 2 17. NEW WATER FOUNTAIN. RE: A201/TO|LE|' ACCESSORIES CODES AND MANUFACTURE’S INSTRUCTIONS AND SPECIFICATIONS. Z < I I I I
—
00 SCHEDULE 4. CONTRACTOR SHALL OBTAIN ALL PERMITS AND INSPECTIONS AND COMPLY WITH ALL CODES, < U LO O
" \ 7£___ ™ A > LAWS, ORDINANCES, RULES AND REGULATIONS OF ALL PUBLIC AUTHORITIES (FEDERAL STATE,
@ 4'_ (o . T q_ - 18. RELOCATED URINAL. OR LOCAL) GOVERNING THE WORK. THE MOST STRINGENT SHALL APPLY. Z Ll < D:
MIN A A A 19. NEW ACCESSIBLE URINAL FIXTURE 5. CONTRACTOR IS RESPONSIBLE FOR HAVING THOROUGH KNOWLEDGE OF THE LANDLORD'S L | O (@) D:
CRITERIA, CONSTRUCTION RULES AND REGULATIONS PRIOR TO COMMENCING CONSTRUCTION. —]
@_/ 20. NEW SANITARY NAPKIN VENDOR. A201/TOILET ACCESSORIES FAILURE TO OBTAIN COPIES OF SAID RULES AND REGULATIONS DO NOT RELIEVE THE GC OR |— <
R SCHEDULE SUBCONTRACTORS OF ANY RESPONSIBILITIES WITHIN THOSE DOCUMENTS. >_
21. RE—INSTALL EXISTING TOILET. VERIFY/MODIFY LOCATION OF 6. ALL MANUFACTURED ARTICLES, MATERIALS AND EQUIPMENT SHALL BE APPLIED, INSTALLED, |_ U
CONNECTED, ERECTED, CLEANED, AND CONDITIONED PER MANUFACTURERS INSTRUCTIONS. IN
""""""" B I ) TOILET IN ACCESSIBLE STALL PER TAS REQUIREMENTS. CASE OF DIFFERENCES BETWEEN THE MANUFACTURERS INSTRUCTION AND THE CONTRACT PRI
DOCUMENTS, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT BEFORE PROCEEDING. )

22. REPAIR END OF OPENING AFTER DOOR FRAME IS REMOVED.

PROVIDE APPROPRIATE SHEATHING FOR NEW FINISHES, AS
SPECIFIED ON A201. 8. ALL NEW WALLS TO BE WITH BATT INSULATION UNLESS OTHERWISE NOTED.

7. ENSURE SURFACES TO RECEIVE FINISHES ARE CLEAN, TRUE AND FREE OF IRREGULARITIES.

@E
-
o 16|’_
Ar l
=

|1

N

R

w )
]

]

23. TOUGH GUY PROGRAMMABLE AIRE FRESHENER DISPENSER: 9. ALL INTERIOR DIMENSIONS ARE FROM FINISHED FACE TO FINISHED FACE OF GYP BOARD

—@ ., " UNLESS OTHERWISE NOTED.
@_® TP MODEL #ZZXC1A. MOUNT BASE OF DISPENSER @ 6 -0
TYP: g :

10. PROVIDE 5/8" FRT PLYWOOD BACKING WHERE THERE IS WALL MOUNTED SHELVING OR
AFF. PER MANUFACTURERS RECOMMENDATIONS. FQUIPMENY AND OR. FIXTURES.

=Quff

11. GC SHALL MAINTAIN PROPER EGRESS AISLE AT ALL TIMES DURING CONSTRUCTION.

12. ALL MILLWORK SHELVING & CABINETS ARE CUSTOM CABINETRY PER TENANT'S

SPECIFICATIONS.

®
e
=
o
Lol
C)
®

[ —|

13. CONFIRM ALL FIXTURES & EQUIPMENT WITH MANUFACTURER CUT-SHEET FOR INSTALLATION PROJECT NO.

=
é

TYP. ALL PER MANUFACTURERS REQUIREMENT. 14065
7_@ WALLS DATE:
14. REFER TO SHEET A102 FOR DOOR & FIXTURE SCHEDULES. 08/11/15
TYP. ALL) 15. REFER TO SHEET A501 FOR PARTITION SCHEDULE CHECKED By: | DRAWN BY:
JALLS—‘ YR, ALl ' ' FILE NAMEND >C
- | / |1 WAL | — DEMO WALL ‘

@/ SHEET TITLE
~ NEW WALL/ el

INFILL

SHEET NUMBER
PROPOSED PLAN EXISTING/DEMO PLAN A101A

Scale: 1/4" = 1'-0" Scale: 1/4" = 1'-0"
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KEY PLAN - 1ST FLOOR

NTS

OMEN’S
100

18" 51 7/8"

~

TYP.__ALL

WALLS 4’—0”

11

PROPOSED LOBBY PLAN

Scale: 1/4" = 1'-0"

O/ a .3
|

— DEMO WALL

— NEW WALL/
INFILL

TYP. ALL
101 WALLS

O\

EXISTING/DEMO LOBBY PLAN

Scale: 1/4" = 1'-0"

PROPOSED KEY NOTES: (#)

1.

10.

1.
12.

13.

14.

15.
16.

17.

18.

19.

20.

21.

22.

NEW SINK COUNTER. RE: 9&10/G010, A201/MATERIAL
SCHEDULE

NEW WATER FOUNTAIN. RE: A201/TOILET ACCESSORIES
SCHEDULE

NEW FULL HEIGHT WALL — %" GYP. OVER 3-5/8" METAL
STUDS.

NEW TOILET/URINAL PARTITIONS & STALL DOORS. RE:
A201/TOILET ACCESSORIES SCHEDULE

NOT USED.

STANDARD STALLS TO INCLUDE NEW 2—-ROLL TOILET PAPER
DISPENSER, SEAT COVER DISPENSER, CLOTHES HOOK &
NAPKIN DISPOSAL (WOMEN ONLY). RE: A201/TOILET
ACCESSORIES SCHEDULE

RE—INSTALL EXISTING TOILET/URINAL.  VERIFY/MODIFY
LOCATION OF TOILET IN ACCESSIBLE STALL PER TAS
REQUIREMENTS.

NEW HAND DRYER W/ ADA RECESS KIT. RE: A201/TOILET
ACCESSORIES SCHEDULE

PROVIDE MARBLE SADDLE TRANSITION STRIP AT DOORWAY
BETWEEN TWO FLOOR FINISHES. CONFIRM SOLUTION WITH
OWNER. RE: 14/G010

INSTALL NEW SUBSTRATE ON ALL WALLS INSIDE RESTROOM
AS FOLLOWS: 9" CEMENTITIOUS BACKER BOARD BEHIND
TILE, %" WATER—RESISTANT GYPBOARD ABOVE TILE. RE:
SPECIFICATIONS, A201

NEW MIRROR. RE: A201/TOILET ACCESSORIES SCHEDULE
NEW BABY CHANGING STATION. RE: A201/TOILET
ACCESSORIES SCHEDULE

NEW TRASH BIN. RE: A201/TOILET ACCESSORIES SCHEDULE
NEW STORAGE CABINET WITH MIRROR. RE: A201/TOILET
ACCESSORIES SCHEDULE. RE: GOIO FOR ACCESSIBILITIES HT
REQUIREMENTS

NEW FLOORING. RE: A201

NEW DOOR STOP. RE: A201/TOILET ACCESSORIES
SCHEDULE

TRASH CHUTE W/ TRASH BIN BELOW. RE: A201/TOILET
ACCESSORIES SCHEDULE

NEW SINK, FAUCET & SOAP DISPENSER. RE: A201/TOILET
ACCESSORIES SCHEDULE

NEW FULL LENGTH MIRROR. RE: A201/TOILET ACCESSORIES
SCHEDULE

NEW SANITARY NAPKIN VENDOR. RE: A201/TOILET
ACCESSORIES SCHEDULE

ACCESSIBLE STALLS TO INCLUDE NEW GRAB BARS, 2—-ROLL
TOILET PAPER DISPENSER, SEAT COVER DISPENSER &
CLOTHES HOOK. RE: A201/TOILET ACCESSORIES SCHEDULE
TOUGH GUY PROGRAMMABLE AIRE FRESHENER DISPENSER:
MODEL #27XC1A. MOUNT BASE OF DISPENSER @ 6'-0"
AFF. PER MANUFACTURERS RECOMMENDATIONS.

PARTITION NOTES

1.
2.

3.

4,

5.

REFER TO ACCESSIBILITY SHEET GO10 FOR ADDITIONAL INFORMATION.

DESIGN CRITERIA:

A.  ALLOWABLE DEFLECTION = '/240 FOR LISTED LIMITING HEIGHTS
B. 25 GA. MTL. STUDS AT 16" O.C.

C. %" TYPE "X” GYPSUM BOARD

SOUND RATED PARTITIONS:

A. PROVIDE 3" THICK SOUND ATTENUATION BATTS OR BLANKETS (R-19) UNLESS NOTED
OTHERWISE.

B. FILL ALL DECK VOIDS WITH SOUND ATTENUATION MATERIAL.

C. SEAL PARTITION PERIMETER AND ALL PENETRATIONS WITH ACOUSTICAL SEALANT.

DAMP LOCATIONS:
A. PROVIDE WATER RESISTIVE GYPSUM BOARD AT RESTROOM WALLS, CEMENTITIOUS BD. AT
ALL TILED CONDITIONS.

BRACING:

A.  PROVIDE RIGID BRACING FOR STEEL STUD PARTITIONS EXCEEDING THE LIMITING HEIGHT.

B. PROVIDE RIGID BRACING FOR STEEL STUD PARTITIONS THAT STOP ABOVE THE CEILING
LINE.

C. REFER TO UL RATED PARTITION DESCRIPTIONS FOR DETAILED CONSTRUCTION NOTES.

EXISTING/DEMO KEY NOTES: ()

A

zZzrxc - Tomm

REMOVE & DISCARD EXISTING SINKS, MIRROR & SOAP
DISPENSERS.

REMOVE & DISCARD PARTITIONS, STALL DOORS & TOILET
ACCESSORIES.

REMOVE & SAVE EXISTING TOILET OR URINAL.

REMOVE & DISCARD EXISTING PAPER TOWEL/TRASH
DISPENSER.

REMOVE & DISCARD EXISTING BABY CHANGING STATION.
DEMO WALL AT SHADED LOCATIONS.

DEMO & DISCARD EXISTING WALL TILES & SUBSTRATES.
PREPARE DOOR AS REQUIRED FOR NEW STAIN.
REMOVE & DISCARD EXISTING WALL MOUNTED SHELF.
NOT USED.

REMOVE & DISCARD EXISTING SANITARY NAPKIN VENDOR.
REMOVE & DISCARD EXISTING WATER FOUNTAIN.
REMOVE & DISCARD EXISTING MIRROR.

EXISTING HAND TOWEL DISPENSER TO REMAIN.

N
| 5@4

EXISTING/DEMO PLAN

Scale: 1/4" = 1'-0"

[l

T T
| ——

PROPOSED PLAN

Scale: 1/4" = 1'-0"

GENERAL DEMOLITION NOTES:

“w

o

DEMOLITION CONTRACTOR SHALL GENERALLY DO ANY CUTTING FOR, AND REMOVE ALL ITEMS,
WHETHER SPECIFICALLY INDICATED OR NOT, WHICH WOULD INTERFERE WITH OR BE
INCONGRUOUS TO THE PROPOSED CONSTRUCTION OR NEW FINISHES.

DEMOLITION CONTRACTOR SHALL PROVIDE AND PLACE ALL SHORING OR STRUCTURAL
UNDERPINNING REQUIRED TO SUPPORT EXISTING CONSTRUCTION DURING ALL PHASES OF
CONSTRUCTION.

DEMOLITION CONTRACTOR SHALL PROVIDE ALL MATERIALS NECESSARY TO SUITABLY SCREEN

DEMOLITION WORK FROM PUBLIC VIEW AND PROTECT THE PUBLIC'S SAFETY, AS WELL AS
COMPLY WITH ALL LOCAL CODES AND ORDINANCES FOR REMOVAL OF MATERIAL.

ALL ITEMS AND FINISHES WHICH ARE TO REMAIN SHALL BE PROTECTED AGAINST DAMAGE
DURING DEMOLITION. ANY DAMAGE WHICH OCCURS DURING DEMOLITION SHALL BE
CORRECTED BY THE DEMOLITION CONTRACTOR AT THE CONTRACTOR’S EXPENSE, UNDER THE
SUPERVISION OF THE GENERAL CONTRACTOR.

DEMOLITION CONTRACTOR SHALL PROVIDE ANY BARRICADES, SUPPORTS, RAILINGS, ETC. AS
REQUIRED BY O.S.H.A., AS WELL AS TO PROVIDE SAFE WORKING CONDITIONS.

ANY ASBESTOS ENCOUNTERED DURING CONSTRUCTION SHALL BE REMOVED OR
ENCAPSULATED BY A LICENSED ASBESTOS CONTRACTOR IN ACCORDANCE WITH ALL FEDERAL,
STATE AND LOCAL CODES AND ORDINANCES.

ALL EXISTING MECHANICAL TO REMAIN SHALL BE SUSPENDED FROM THE STEEL STRUCTURE
IN ITS EXISTING LOCATION OR RELOCATED AS REQUIRED BY REMODEL PLANS.

CONTRACTOR SHOULD USE EXTREME CARE AND CAUTION WHEN REMOVING REQUIRED
STRUCTURE OR NON-STRUCTURAL ELEMENTS TO INSURE THAT STRUCTURAL MEMBERS ARE
NOT DISTURBED DAMAGED OR ALTERED.

CONTRACTOR SHALL CONFORM WITH ALL LOCAL, STATE AND FEDERAL GUIDELINES
CONCERNING SITE SAFETY, DUST ABATEMENT AND CONTROL, AND DISPOSAL.

. PROTECT WALLS TO REMAIN DURING DEMOLITION AND CONSTRUCTION. REPAIR ANY DAMAGE

TO "AS NEW” CONDITION.

. COORDINATE ANY SLAB DEMO WORK FOR PROPOSED PLUMBING & ELECTRICAL TRENCHING

W/ PLUMBING & ELECTRICAL SHEET(S).

ELECTRICAL DEMOLITION NOTES:

BEFORE SUBMITTING BID, THE ELECTRICAL CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
LOCATIONS OF ALL EQUIPMENT AND DEVICES. FAILURE TO DO SO SHALL NOT BE A CAUSE
FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.

MAKE NECESSARY MODIFICATIONS AND ADJUSTMENTS TO ALL ELECTRICAL ITEMS AND
EQUIPMENT, BOTH NEW AND EXISTING, AS MAY BE REQUIRED BY THE ALTERATIONS AND
ADDITIONS.

DISCONNECT AT SOURCE AND REMOVE EXISTING ELECTRICAL MATERIALS AND EQUIPMENT
INCLUDING, BUT NOT LIMITED TO LIGHT FIXTURES, WIRING DEVICES, CONDUIT WIRES, AND
ALL OTHER ELECTRICAL ITEMS WHICH ARE RENDERED OBSOLETE BY THESE ALTERATIONS
AND ADDITIONS. ALL EQUIPMENT WHICH THE OWNER DESIRES TO KEEP SHALL BE REMOVED
TO LOCATIONS DESIGNATED. ALL OTHER EQUIPMENT SHALL BECOME THE PROPERTY OF THE
CONTRACTOR AND SHALL BE PROMPTLY REMOVED FROM THE SITE.

ELECTRICAL CONTRACTOR SHALL REFER TO THE DRAWINGS TO DETERMINE THE EXTENT OF
REMODELED AREAS. ALL NEW CONDUITS SHALL BE RUN CONCEALED IN AREAS WHERE
CEILINGS ARE INSTALLED. ALL AREAS WHERE SURFACE RACEWAY IS USED MUST BE
APPROVED BY THE ARCHITECT AND OWNER. ALL NEW WALL INSTALLATIONS SHALL HAVE
CONCEALED CONDUIT.

WHERE EXISTING EQUIPMENT AND WIRING IS REMOVED AND SUCH REMOVAL RESULTS IN A
BOX OR FITTING THAT IS NO LONGER NEEDED, SUCH BOX OR FITTING SHALL BE
DISCONNECTED AND REMOVED AND ALL CONDUITS AND WIRING FROM THIS BOX OR FITTING
BACK TO THE PROCEEDING BOX OR FITTING SHALL BE REMOVED. PROVIDE CAPS AND
PLUGS FOR ALL UNUSED OPENINGS IN THE BOX OR FITTING THAT REMAINS. WHEN AN
OUTLET IS BEING REMOVED IN THE MIDDLE OF A RUN THE CONTRACTOR SHALL "BRIDGE"
THE CIRCUIT.

WHERE NEW ELECTRICAL OR WIRING IS INDICATED OR REQUIRED, THE CONTRACTOR SHALL
FURNISH AND INSTALL NEW, CONDUCTORS AND WIRING. NO EXISTING CONDUITS, RACEWAYS,
CONDUCTORS, WIRING OR EQUIPMENT SHALL BE REUSED, EXCEPT WHERE OTHERWISE NOTED
ON PLANS OR AS APPROVED BY THE ARCHITECT.

PLUMBING DEMOLITION NOTES

BEFORE SUBMITTING BID, THE PLUMBING CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
LOCATION OF ALL EQUIPMENT AND FIXTURES, AND TO APPRAISE THE REWORKING, REMOVAL
AND/OR RELOCATION OF ALL EXISTING EQUIPMENT AND FIXTURES AS INDICATED ON THE
DRAWINGS AND INCLUDE THE COST OF ALL SUCH WORK. FAILURE TO DO SO SHALL NOT
BE A CAUSE FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.

PLUMBING CONTRACTOR SHALL REMOVE ALL PLUMBING LINES BACK TO THEIR BEGINNING OR
END POINTS AND CAP THEM IN AREAS TO BE DEMOLISHED, UNLESS SPECIFICALLY NOTED
OTHERWISE.

MECHANICAL DEMOLITION NOTES:

BEFORE SUBMITTING BID, THE MECHANICAL CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
LOCATIONS OF ALL EQUIPMENT AND DEVICES. FAILURE TO DO SO SHALL NOT BE A CAUSE
FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.

MAKE NECESSARY MODIFICATIONS AND ADJUSTMENTS TO ALL MECHANICAL ITEMS AND
EQUIPMENT, BOTH NEW AND EXISTING, AS MAY BE REQUIRED BY THE ALTERATIONS AND
ADDITIONS.

MECHANICAL CONTRACTOR SHALL REMOVE ALL MECHANICAL DUCTS BACK TO THEIR
BEGINNING OR END POINTS AND CAP THEM IN AREAS TO BE DEMOLISHED, UNLESS
SPECIFICALLY NOTED OTHERWISE.

MECHANICAL CONTRACTOR SHALL REMOVE ALL MECHANICAL EQUIPMENT ON ROOF OR IN
WALLS AND IN CEILINGS AND THE OPENINGS MUST BE REPLACED WITH EQUAL WALL,
ROOFING, OR CEILING MATERIALS PER NEW PLAN FINISHES.

ALL CHANGES IN MECHANICAL DUCTWORK MUST HAVE A BALANCE OF AIR WHEN REMODEL IS
FINISHED TO INSURE PROPER WORKING ORDER OF AIR SYSTEM.

GENERAL CONSTRUCTION NOTES

1.

10.

1.
12.

13.

14.
15.

DO NOT SCALE THE DRAWINGS. CONTACT THE ARCHITECT TO VERIFY OR CONFIRM UNKNOWN
DIMENSIONS.

GENERAL CONTRACTOR SHALL VERIFY WITH DIMENSIONS IN PLANS BEFORE COMMENCING ANY
WORK. CONTRACTOR TO INFORM ARCHITECT OF ANY DISCREPANCIES.

ALL OTHER WORK REQUIRED BUT NOT SPECIFIED IN THESE DOCUMENTS, SHALL BE
PERFORMED BY CONTRACTORS TO MEET THE GENERAL PRACTICING STANDARDS, BUILDING
CODES AND MANUFACTURE'S INSTRUCTIONS AND SPECIFICATIONS.

CONTRACTOR SHALL OBTAIN ALL PERMITS AND INSPECTIONS AND COMPLY WITH ALL CODES,
LAWS, ORDINANCES, RULES AND REGULATIONS OF ALL PUBLIC AUTHORITIES (FEDERAL STATE,
OR LOCAL) GOVERNING THE WORK. THE MOST STRINGENT SHALL APPLY.

CONTRACTOR IS RESPONSIBLE FOR HAVING THOROUGH KNOWLEDGE OF THE LANDLORD'S
CRITERIA, CONSTRUCTION RULES AND REGULATIONS PRIOR TO COMMENCING CONSTRUCTION.
FAILURE TO OBTAIN COPIES OF SAID RULES AND REGULATIONS DO NOT RELIEVE THE GC OR
SUBCONTRACTORS OF ANY RESPONSIBILITIES WITHIN THOSE DOCUMENTS.

ALL MANUFACTURED ARTICLES, MATERIALS AND EQUIPMENT SHALL BE APPLIED, INSTALLED,
CONNECTED, ERECTED, CLEANED, AND CONDITIONED PER MANUFACTURE'S INSTRUCTIONS. IN
CASE OF DIFFERENCES BETWEEN THE MANUFACTURERS INSTRUCTION AND THE CONTRACT
DOCUMENTS, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT BEFORE PROCEEDING.

ENSURE SURFACES TO RECEIVE FINISHES ARE CLEAN, TRUE AND FREE OF IRREGULARITIES.
ALL NEW WALLS TO BE WITH SOUND INSULATION UNLESS OTHERWISE NOTED.

ALL INTERIOR DIMENSIONS ARE FROM FINISHED FACE TO FINISHED FACE OF GYP BOARD
UNLESS OTHERWISE NOTED.

PROVIDE 5/8” FRT PLYWOOD BACKING WHERE THERE IS WALL MOUNTED SHELVING OR
EQUIPMENT AND OR FIXTURES.

GC SHALL MAINTAIN PROPER EGRESS AISLE AT ALL TIMES DURING CONSTRUCTION.

ALL MILLWORK SHELVING & CABINETS ARE CUSTOM CABINETRY PER TENANT'S
SPECIFICATIONS.

CONFIRM ALL FIXTURES & EQUIPMENT WITH MANUFACTURE CUT—SHEET FOR INSTALLATION
PER MANUFACTURERS REQUIREMENT.

REFER TO SHEET A102 FOR DOOR & FIXTURE SCHEDULES.
REFER TO SHEET A501 FOR PARTITION SCHEDULE.
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KEY PLAN - 2ND FLOOR

NTS

D
PROPOSED LOBBY PLAN

Scale: 1/4" = 1'-0"

— DEMO WALL

— NEW WALL/

INFILL

ACCESSIBLE]|
URINAL

P OVERLAY

MEN'S Al <Y

@%:

¥

EXISTING/DEMO LOBBY PLAN

Scale: 1/4" = 1'-0"

PROPOSED KEY NOTES: (#)

10.

1.
12.

13.

14.

16.

17.

18.

19.

20.

21.

22.

NEW SINK COUNTER. RE: 9&10/G010, A201/MATERIAL
SCHEDULE

NEW WATER FOUNTAIN. RE: A201/TOILET ACCESSORIES
SCHEDULE

NEW FULL HEIGHT WALL — %" GYP. OVER 3-5/8" METAL
STUDS.

NEW TOILET/URINAL PARTITIONS & STALL DOORS. RE:
A201/TOILET ACCESSORIES SCHEDULE

NOT USED.

STANDARD STALLS TO RECEIVE NEW 2—-ROLL TOILET PAPER
DISPENSER, SEAT COVER DISPENSER, CLOTHES HOOK &
NAPKIN DISPOSAL (WOMEN ONLY). RE: A201/TOILET
ACCESSORIES SCHEDULE

RE—INSTALL EXISTING TOILET/URINAL.  VERIFY/MODIFY
LOCATION OF TOILET IN ACCESSIBLE STALL PER TAS
REQUIREMENTS.

NEW HAND DRYER W/ ADA RECESS KIT. RE: A201/TOILET
ACCESSORIES SCHEDULE

PROVIDE MARBLE SADDLE TRANSITION STRIP AT DOORWAY
BETWEEN TWO FLOOR FINISHES. CONFIRM SOLUTION WITH
OWNER. RE: 14/G010

INSTALL NEW SUBSTRATE ON ALL WALLS INSIDE RESTROOM
AS FOLLOWS: 9% CEMENTITIOUS BACKER BOARD BEHIND
TILE, %" WATER—RESISTANT GYPBOARD ABOVE TILE. RE:
SPECIFICATIONS, A201

NEW MIRROR. RE: A201/TOILET ACCESSORIES SCHEDULE
NEW BABY CHANGING STATION. RE: A201/TOILET
ACCESSORIES SCHEDULE

NEW TRASH BIN. RE: A201/TOILET ACCESSORIES SCHEDULE

NEW STORAGE CABINET WITH MIRROR. RE: A201/TOILET
ACCESSORIES SCHEDULE

NEW FLOORING. RE: A201

NEW DOOR STOP. RE: A201/TOILET ACCESSORIES
SCHEDULE

TRASH CHUTE W/ TRASH BIN BELOW. RE: A201/TOILET
ACCESSORIES SCHEDULE

NEW SINK, FAUCET & SOAP DISPENSER. RE: A201/TOILET
ACCESSORIES SCHEDULE

NEW FULL LENGTH MIRROR. RE: A201/TOILET ACCESSORIES

SCHEDULE

NEW SANITARY NAPKIN VENDOR. RE: A201/TOILET
ACCESSORIES SCHEDULE

ACCESSIBLE STALLS TO INCLUDE NEW GRAB BARS, 2—-ROLL
TOILET PAPER DISPENSER, SEAT COVER DISPENSER &

CLOTHES HOOK. RE: A201/TOILET ACCESSORIES SCHEDULE

TOUGH GUY PROGRAMMABLE AIR FRESHENER DISPENSER:
MODEL #27XC1A. MOUNT BASE OF DISPENSER @ 6'-0"
AFF. PER MANUFACTURERS RECOMMENDATIONS.

PARTITION NOTES

1. REFER TO ACCESSIBILITY SHEET GO10 FOR ADDITIONAL INFORMATION.

2. DESIGN CRITERIA:

A.  ALLOWABLE DEFLECTION = /240 FOR LISTED LIMITING HEIGHTS
B. 25 GA. MTL. STUDS AT 16" O.C.

C. %" TYPE "X" GYPSUM BOARD

3. SOUND RATED PARTITIONS:
A. PROVIDE 3" THICK SOUND ATTENUATION BATTS OR BLANKETS (R—19) UNLESS NOTED
OTHERWISE.
B. FILL ALL DECK VOIDS WITH SOUND ATTENUATION MATERIAL.
C. SEAL PARTITION PERIMETER AND ALL PENETRATIONS WITH ACOUSTICAL SEALANT.

4. DAMP LOCATIONS:
A.  PROVIDE WATER RESISTIVE GYPSUM BOARD AT RESTROOM WALLS, CEMENTITIOUS BD. AT
ALL TILED CONDITIONS.

5. BRACING:
A.  PROVIDE RIGID BRACING FOR STEEL STUD PARTITIONS EXCEEDING THE LIMITING HEIGHT.
B. PROVIDE RIGID BRACING FOR STEEL STUD PARTITIONS THAT STOP ABOVE THE CEILING
LINE.
C. REFER TO UL RATED PARTITION DESCRIPTIONS FOR DETAILED CONSTRUCTION NOTES.

EXISTING/DEMO KEY NOTES: (%)

A. REMOVE & DISCARD EXISTING SINKS, MIRROR & SOAP
DISPENSERS.

B. REMOVE & DISCARD PARTITIONS, STALL DOORS & TOILET
ACCESSORIES.
REMOVE & SAVE EXISTING TOILET OR URINAL.

D. REMOVE & DISCARD EXISTING PAPER TOWEL/TRASH
DISPENSER.

E. REMOVE & DISCARD EXISTING BABY CHANGING STATION.

F.  DEMO WALL AT SHADED LOCATIONS.

G. DEMO & DISCARD EXISTING WALL TILES & SUBSTRATES.

H.  PREPARE DOOR AS REQUIRED FOR NEW STAIN.

. REMOVE & DISCARD EXISTING WALL MOUNTED SHELF.

J. NOT USED.

K. REMOVE & DISCARD EXISTING SANITARY NAPKIN VENDOR.

L. REMOVE & DISCARD EXISTING WATER FOUNTAIN.

M. REMOVE & DISCARD EXISTING MIRROR.

—
TYP. ALL
&)

P

T
[

EXISTING/DEMO PLAN

Scale: 1/4" = 1'-0"

[ E——

PROPOSED PLAN

Scale: 1/4" = 1'-0"

GENERAL DEMOLITION NOTES:

DEMOLITION CONTRACTOR SHALL GENERALLY DO ANY CUTTING FOR, AND REMOVE ALL ITEMS,
WHETHER SPECIFICALLY INDICATED OR NOT, WHICH WOULD INTERFERE WITH OR BE
INCONGRUOUS TO THE PROPOSED CONSTRUCTION OR NEW FINISHES.

DEMOLITION CONTRACTOR SHALL PROVIDE AND PLACE ALL SHORING OR STRUCTURAL
UNDERPINNING REQUIRED TO SUPPORT EXISTING CONSTRUCTION DURING ALL PHASES OF
CONSTRUCTION.

DEMOLITION CONTRACTOR SHALL PROVIDE ALL MATERIALS NECESSARY TO SUITABLY SCREEN

DEMOLITION WORK FROM PUBLIC VIEW AND PROTECT THE PUBLIC'S SAFETY, AS WELL AS
COMPLY WITH ALL LOCAL CODES AND ORDINANCES FOR REMOVAL OF MATERIAL.

ALL ITEMS AND FINISHES WHICH ARE TO REMAIN SHALL BE PROTECTED AGAINST DAMAGE
DURING DEMOLITION. ANY DAMAGE WHICH OCCURS DURING DEMOLITION SHALL BE
CORRECTED BY THE DEMOLITION CONTRACTOR AT THE CONTRACTOR’S EXPENSE, UNDER THE
SUPERVISION OF THE GENERAL CONTRACTOR.

DEMOLITION CONTRACTOR SHALL PROVIDE ANY BARRICADES, SUPPORTS, RAILINGS, ETC. AS
REQUIRED BY O.S.H.A., AS WELL AS TO PROVIDE SAFE WORKING CONDITIONS.

ANY ASBESTOS ENCOUNTERED DURING CONSTRUCTION SHALL BE REMOVED OR
ENCAPSULATED BY A LICENSED ASBESTOS CONTRACTOR IN ACCORDANCE WITH ALL FEDERAL,
STATE AND LOCAL CODES AND ORDINANCES.

ALL EXISTING MECHANICAL TO REMAIN SHALL BE SUSPENDED FROM THE STEEL STRUCTURE
IN ITS EXISTING LOCATION OR RELOCATED AS REQUIRED BY REMODEL PLANS.

CONTRACTOR SHOULD USE EXTREME CARE AND CAUTION WHEN REMOVING REQUIRED
STRUCTURE OR NON-STRUCTURAL ELEMENTS TO INSURE THAT STRUCTURAL MEMBERS ARE
NOT DISTURBED DAMAGED OR ALTERED.

CONTRACTOR SHALL CONFORM WITH ALL LOCAL, STATE AND FEDERAL GUIDELINES
CONCERNING SITE SAFETY, DUST ABATEMENT AND CONTROL, AND DISPOSAL.

. PROTECT WALLS TO REMAIN DURING DEMOLITION AND CONSTRUCTION. REPAIR ANY DAMAGE

TO "AS NEW” CONDITION.

. COORDINATE ANY SLAB DEMO WORK FOR PROPOSED PLUMBING & ELECTRICAL TRENCHING

W/ PLUMBING & ELECTRICAL SHEET(S).

ELECTRICAL DEMOLITION NOTES:

BEFORE SUBMITTING BID, THE ELECTRICAL CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
LOCATIONS OF ALL EQUIPMENT AND DEVICES. FAILURE TO DO SO SHALL NOT BE A CAUSE
FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.

MAKE NECESSARY MODIFICATIONS AND ADJUSTMENTS TO ALL ELECTRICAL ITEMS AND
EQUIPMENT, BOTH NEW AND EXISTING, AS MAY BE REQUIRED BY THE ALTERATIONS AND
ADDITIONS.

DISCONNECT AT SOURCE AND REMOVE EXISTING ELECTRICAL MATERIALS AND EQUIPMENT
INCLUDING, BUT NOT LIMITED TO LIGHT FIXTURES, WIRING DEVICES, CONDUIT WIRES, AND
ALL OTHER ELECTRICAL ITEMS WHICH ARE RENDERED OBSOLETE BY THESE ALTERATIONS
AND ADDITIONS. ALL EQUIPMENT WHICH THE OWNER DESIRES TO KEEP SHALL BE REMOVED
TO LOCATIONS DESIGNATED. ALL OTHER EQUIPMENT SHALL BECOME THE PROPERTY OF THE
CONTRACTOR AND SHALL BE PROMPTLY REMOVED FROM THE SITE.

ELECTRICAL CONTRACTOR SHALL REFER TO THE DRAWINGS TO DETERMINE THE EXTENT OF
REMODELED AREAS. ALL NEW CONDUITS SHALL BE RUN CONCEALED IN AREAS WHERE
CEILINGS ARE INSTALLED. ALL AREAS WHERE SURFACE RACEWAY IS USED MUST BE
APPROVED BY THE ARCHITECT AND OWNER. ALL NEW WALL INSTALLATIONS SHALL HAVE
CONCEALED CONDUIT.

WHERE EXISTING EQUIPMENT AND WIRING IS REMOVED AND SUCH REMOVAL RESULTS IN A
BOX OR FITTING THAT IS NO LONGER NEEDED, SUCH BOX OR FITTING SHALL BE
DISCONNECTED AND REMOVED AND ALL CONDUITS AND WIRING FROM THIS BOX OR FITTING
BACK TO THE PROCEEDING BOX OR FITTING SHALL BE REMOVED. PROVIDE CAPS AND
PLUGS FOR ALL UNUSED OPENINGS IN THE BOX OR FITTING THAT REMAINS. WHEN AN
OUTLET IS BEING REMOVED IN THE MIDDLE OF A RUN THE CONTRACTOR SHALL "BRIDGE"
THE CIRCUIT.

WHERE NEW ELECTRICAL OR WIRING IS INDICATED OR REQUIRED, THE CONTRACTOR SHALL
FURNISH AND INSTALL NEW, CONDUCTORS AND WIRING. NO EXISTING CONDUITS, RACEWAYS,
CONDUCTORS, WIRING OR EQUIPMENT SHALL BE REUSED, EXCEPT WHERE OTHERWISE NOTED
ON PLANS OR AS APPROVED BY THE ARCHITECT.

PLUMBING DEMOLITION NOTES

BEFORE SUBMITTING BID, THE PLUMBING CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
LOCATION OF ALL EQUIPMENT AND FIXTURES, AND TO APPRAISE THE REWORKING, REMOVAL
AND/OR RELOCATION OF ALL EXISTING EQUIPMENT AND FIXTURES AS INDICATED ON THE
DRAWINGS AND INCLUDE THE COST OF ALL SUCH WORK. FAILURE TO DO SO SHALL NOT
BE A CAUSE FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.

PLUMBING CONTRACTOR SHALL REMOVE ALL PLUMBING LINES BACK TO THEIR BEGINNING OR
END POINTS AND CAP THEM IN AREAS TO BE DEMOLISHED, UNLESS SPECIFICALLY NOTED
OTHERWISE.

MECHANICAL DEMOLITION NOTES:

BEFORE SUBMITTING BID, THE MECHANICAL CONTRACTOR IS INSTRUCTED TO VISIT THE SITE
AND EXAMINE THE PREMISES TO FAMILIARIZE HIMSELF WITH EXISTING CONDITIONS AND
LOCATIONS OF ALL EQUIPMENT AND DEVICES. FAILURE TO DO SO SHALL NOT BE A CAUSE
FOR ANY EXTRA COMPENSATION AFTER AWARD OF THE CONTRACT.

MAKE NECESSARY MODIFICATIONS AND ADJUSTMENTS TO ALL MECHANICAL ITEMS AND
EQUIPMENT, BOTH NEW AND EXISTING, AS MAY BE REQUIRED BY THE ALTERATIONS AND
ADDITIONS.

MECHANICAL CONTRACTOR SHALL REMOVE ALL MECHANICAL DUCTS BACK TO THEIR
BEGINNING OR END POINTS AND CAP THEM IN AREAS TO BE DEMOLISHED, UNLESS
SPECIFICALLY NOTED OTHERWISE.

MECHANICAL CONTRACTOR SHALL REMOVE ALL MECHANICAL EQUIPMENT ON ROOF OR IN
WALLS AND IN CEILINGS AND THE OPENINGS MUST BE REPLACED WITH EQUAL WALL,
ROOFING, OR CEILING MATERIALS PER NEW PLAN FINISHES.

ALL CHANGES IN MECHANICAL DUCTWORK MUST HAVE A BALANCE OF AIR WHEN REMODEL IS
FINISHED TO INSURE PROPER WORKING ORDER OF AIR SYSTEM.

GENERAL CONSTRUCTION NOTES

1.

DO NOT SCALE THE DRAWINGS. CONTACT THE ARCHITECT TO VERIFY OR CONFIRM UNKNOWN
DIMENSIONS.

GENERAL CONTRACTOR SHALL VERIFY WITH DIMENSIONS IN PLANS BEFORE COMMENCING ANY
WORK. CONTRACTOR TO INFORM ARCHITECT OF ANY DISCREPANCIES.

ALL OTHER WORK REQUIRED BUT NOT SPECIFIED IN THESE DOCUMENTS, SHALL BE
PERFORMED BY CONTRACTORS TO MEET THE GENERAL PRACTICING STANDARDS, BUILDING
CODES AND MANUFACTURE'S INSTRUCTIONS AND SPECIFICATIONS.

CONTRACTOR SHALL OBTAIN ALL PERMITS AND INSPECTIONS AND COMPLY WITH ALL CODES,
LAWS, ORDINANCES, RULES AND REGULATIONS OF ALL PUBLIC AUTHORITIES (FEDERAL STATE,
OR LOCAL) GOVERNING THE WORK. THE MOST STRINGENT SHALL APPLY.

CONTRACTOR IS RESPONSIBLE FOR HAVING THOROUGH KNOWLEDGE OF THE LANDLORD’S
CRITERIA, CONSTRUCTION RULES AND REGULATIONS PRIOR TO COMMENCING CONSTRUCTION.
FAILURE TO OBTAIN COPIES OF SAID RULES AND REGULATIONS DO NOT RELIEVE THE GC OR
SUBCONTRACTORS OF ANY RESPONSIBILITIES WITHIN THOSE DOCUMENTS.

ALL MANUFACTURED ARTICLES, MATERIALS AND EQUIPMENT SHALL BE APPLIED, INSTALLED,
CONNECTED, ERECTED, CLEANED, AND CONDITIONED PER MANUFACTURERS INSTRUCTIONS. IN
CASE OF DIFFERENCES BETWEEN THE MANUFACTURERS INSTRUCTION AND THE CONTRACT
DOCUMENTS, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT BEFORE PROCEEDING.
ENSURE SURFACES TO RECEIVE FINISHES ARE CLEAN, TRUE AND FREE OF IRREGULARITIES.
ALL NEW WALLS TO BE WITH BATT INSULATION UNLESS OTHERWISE NOTED.

ALL INTERIOR DIMENSIONS ARE FROM FINISHED FACE TO FINISHED FACE OF GYP BOARD
UNLESS OTHERWISE NOTED.

PROVIDE 5/8” FRT PLYWOOD BACKING WHERE THERE IS WALL MOUNTED SHELVING OR
EQUIPMENT AND OR FIXTURES.

. GC SHALL MAINTAIN PROPER EGRESS AISLE AT ALL TIMES DURING CONSTRUCTION.

ALL MILLWORK SHELVING & CABINETS ARE CUSTOM CABINETRY PER TENANT'S
SPECIFICATIONS.

CONFIRM ALL FIXTURES & EQUIPMENT WITH MANUFACTURER CUT—SHEET FOR INSTALLATION
PER MANUFACTURERS REQUIREMENT.

REFER TO SHEET A102 FOR DOOR & FIXTURE SCHEDULES.
REFER TO SHEET A501 FOR PARTITION SCHEDULE.
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. 5 5 5 DEMO WAL EXISTING/ DEMO KEY NOTES: (#)

A.  DEMO EXISTING SHOWER CEILING.
B. SUPPLY AR DIFFUSER TO BE
RELOCATED. CLEAN AS NECESSARY.

T 7 T T ] T - . . '/-—l — N EW C E| L| N G C. DEMO EXISTING GYP. CEILING.

1 T D. DEMO EXISTING FURRDOWN.
|TE M S E. EXISTING EXHAUST FAN TO REMAIN.
CLEAN AS NECESSARY.
. REMOVE & DISCARD EXISTING LIGHTS.
G. EXISTING SUPPLY DIFFUSER OR RETURN =
Hﬁ Yol 4 AR GRILL TO REMAIN. CLEAN AS >
= - = T NECESSARY. g% @
H. REMOVE & DISCARD EXISTING AR 2| ol g
| w| N
OO DIFFUSER AND ASSOCIATED DUCTWORK =1l
e ABOVE CEILING. SEAL DUCTWORK AT 2122
o TERMINATION OF REMOVAL AS
— ] T C O O NECESSARY. el Bt
I IR
PROPOSED KEY NOTES: (#) 2l 3l =
N o0
1. NEW CEILNG TILE & GRID TO MATCH o| o
1 ) AE£L< — — | EXISTING. <5E
\d 2. EXISTING CEILING TILE AND GRID TO
REMAIN.
J l|

3. NEW 2X2 LED LIGHT FIXTURES. RE:

I_JE'-E._EJ | O E101

4. NEW FURRDOWN @ 8'-0" AFF.

5. NEW SUSPENDED LIGHT FIXTURE.
INSTALL 12" AWAY FROM WALL.
INSTALL AT 7'-0" AF.F. CENTER

N {1 1 LEFT/RIGHT OVER NEW SINK COUNTER.
RE: E101 g
6. RELOCATED AIR DIFFUSER. E =4
£ 5
@ o
=1 72 &
ENS g8
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EXISTING/ DEMO KEY NOTES: ()
T D E M O WALL A.  EXISTING SUPPLY DIFFUSER OR RETURN

AR GRILL TO REMAIN. CLEAN AS
NECESSARY.
B. EXISTING EXHAUST FAN TO REMAIN.

CLEAN AS NECESSARY.
T N EW C E| L| N G C. REMOVE & DISCARD EXISTING LIGHTS.

ITEMS
PROPOSED KEY NOTES: ()

1. PATCH EXISTING GYP. BOARD CEILING
WHERE LIGHTS ARE REMOVED.
] 2. EXISTING CEILING TILE AND GRID TO
REMAIN.

ISSUE NAME

3. NEW 2X2 LED LIGHT FIXTURES. RE:

|:| E101

4. NEW WALL MOUNT LIGHT FIXTURE. RE:
E101 MOUNT DIRECTLY ABOVE

DATE
07/09/15 | OWNER'S REVIEW

08/11/15 | BID SET

MIRROR.

/N\

C; ge.
= \J 5. NEW SUSPENDED LIGHT FIXTURE.
INSTALL 12" AWAY FROM WALL.
Z | INSTALL AT 7'-0" AF.F. CENTER

LEFT/RIGHT OVER NEW SINK COUNTER.
6 A RE: E101

[ o R s e Y e
|
1
1
1
[

, Suite 240

75024

1111 North Loop West, Suite 800
T

Houston, Texas 77008

713 869 1103 V
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EXISTING/ DEMO KEY NOTES: (¥
o D E M O WALL A. EXISTING SUPPLY DIFFUSER OR RETURN
AIR GRILL TO REMAIN. CLEAN AS
NECESSARY.
B. EXISTING EXHAUST FAN TO REMAIN.
o N EW C E| L| N G C. (Rzll-;;'A(\),\\IIEAZ N[iggizgREXISTING LIGHTS.
[TEMS
PROPOSED KEY NOTES: (#) =
1. PATCH EXISTING GYP. BOARD CEILING g E
WHERE LIGHTS ARE REMOVED. <Z( 0wl
2. EXISTING CEILING TILE AND GRID TO % g %
REMAIN. 2l | o
— — o 3. NEW 2X2 LED LIGHT FIXTURES. RE: -ler®
E101 Rt
- | |Wmﬂ 4. NEW WALL MOUNT LIGHT FIXTURE. RE: g § E
w )\NANAM/\ ;:;);OR‘MOUNT DIRECTLY ABOVE E §
5. NEW SUSPENDED LIGHT FIXTURE. <
= 2‘4 , ,z. = INSTALL 12" AWAY FROM WALL.
. N INSTALL AT 7°-0" A.F.F. CENTER
K / LEFT/RIGHT OVER NEW SINK COUNTER.
, RE: E101
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_ NEW LIGHT FIXTURE, -
P-1 RE: ELECTRICAL P-1 P-1
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PROPOSED 1ST & 2ND MEN'S OFFICE RESTROOM ELEVATIONS
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PROPOSED 1ST & 2ND WOMEN'S OFFICE RESTROOM ELEVATIONS
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@

7

FRAM E

PW-1

1 L~

MTL-1

QUANTITY ITEM MANUFACTURER MODEL# REMARKS
12 (2) TOILET ROLL DISPENSER BOBRICK B-2840
6 GRAB BAR BOBRICK B-6806-36"
6 GRAB BAR BOBRICK B-6806-42"
s HAND DRYER W/ ADA EXCEL DRYER XLERATOR-XL-SB-40502
RECESS KIT
14 SURFACE MOUNTED BOBRICK B-270
SANITARY NAPKIN DISPOSAL
2 CLOTHES HOOK BOBRICK B-211
2 SURFACE MOUNTED BOBRICK B-221
SEAT-COVER DISPENSER
AUTOMATIC SURFACE BOBRICK B-72974
4 MOUNTED ROLL TOWEL
DISPENSER
6 FULL LENGTH MIRROR EURO STYLE LIGHTING EZEL-EU6X113
- MEDICINE CABINET KOHLER K-2913
" FRAMELESS WALL MIRROR EURO STYLE LIGHTING EURO-EUP1403
UNDER-MOUNT BATHROOM KOHLER K-2382
20
SINK
2 SENSOR, DECK MOUNT FOAM SLOAN SJS-1750
SOAP DISPENSER
2 ELECTRONIC HAND WASHING SLOAN EAF-100
FAUCET
DOOR STOP DOORWARE DEL-BDS450 TO BE MOUNTED ABOVE
2
MIRROR
s RECESSED NAPKIN VENDOR BOBRICK B-37063
4 WALL MOUNTED BABY KOALA KARE KB200-01SS
CHANGING STATION
s COUNTERTOP-MOUNTED BOBRICK B-529
CIRCULAR WASTE CHUTE
16 FLOOR STANDING WASTE BOBRICK B-2400
RECEPTACLE
4 ADA WATER COOLER ELKAY EZS8S
1 BOTTLE FILLING STATION W/ ELKAY EZSTLR8WS
WATER COOLER
10 CORELESS TISSUE GEORGIA PACIFIC 56744 LOBBY RESTROOMS ONLY
DISPENSER
9 PARTITION PRIVACY DOOR PARTITIONS & STALLS 9A1010
COVERS
4 UNDER-MOUNT SMALL KOHLER K-2209 1ST & 2ND FLOOR SMALL
BATHROOM SINK RESTROOMS ONLY

CLG-1

NEW HAND
DRYER

a

CLG-2

a

NEW HAND
DRYER

NOTES:

REFER ACCESSIBILITY
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ROOM FINISH SCHEDULE

WALLS

ROOM NO. ROOM NAME FLOOR BASE CLG CLG. HT. NOTES

NORTH EAST SOUTH WEST

28, 29, 100, 101,
163, 164, 225, 226,
266, 267

MEN'S/WOMEN'S
RESTROOM

EXISTING/NEW
la 2a 3a, 3b 3a, 3b 3a, 3b 3a, 3b TO MATCH
EXISTING

EXISTING/NEW TO
MATCH EXISTING

TYPE OF FINISHES:
1. FLOORS:

a.  CERAMIC TILE (CT-1) a.  CERAMIC TILE (CT-1)

2. FLOOR BASES: 3. WALLS:
PAINTED GYP. BD.(P—1)
b.  WAINSCOT (CT-2)

e

SEE SHEETS A501 FOR PARTITION TYPE DETAILS

51 )FRAME &

P-1 POOR SEE SHEETS A501 FOR TYPICAL DETAILS

FINISH NOTES:

1. ALL PAINT FINISHES TO BE EGGSHELL FINISH. COLOR PER
TENANT SPECIFICATIONS.

2. CEILING FINISHES, RE: REFLECTED CEILING PLAN. COLOR
PER TENANT SPECIFICATIONS.

3. INSTALL ALL MATERIALS, FINISHES AND PRODUCTS PER
MANUFACTURER SPECIFICATIONS.

4. ALL SPECIFIED FLOORING MATERIALS ARE TO BE INSTALLED
UNDER MILLWORK IN ROOMS WHERE MILLWORK ARE SHOWN.

5. ALL PAINT TO BE INSTALLED WITH ONE (1) PRIMER COAT
AND TWO (2) FINISH COATS WITH SAD BETWEEN COATS.

6. SUBSTITUTIONS TO ANY SPECIFIED MATERIALS OR PRODUCTS
SHOULD BE SUBMITTED FOR TENANT APPROVAL PRIOR TO
PURCHASE.

MATERIAL SCHEDULE:

STAIN
(ST-1) MATCH EXISTING STAIN SPECIFIED

FRAME & PAINT FINISH (EGG SHELL FINISH FOR WALL):

P-1 DOOR (P-1) SW 7103 WHITEAIL

FLOOR:

(CT-1) 36x36 CROSSVILLE LAMINAM FOKOS
' ROCCIA 5.6ML, W/ GROUT COLOR PROSPEC EPOXY
| TAUPE 65

N - CT-2 -
~ N
PROPOSED 1ST & 2ND WOMEN'S LOBBY RESTROOM ELEVATIONS
Scale: 1/4" = 1'-0"
e ELECTRICAL
Y Y Y
NEW HAND - //7
DRYER
, | i G S /
> -~ d i . . CT-2 ﬁ_> Tj E| /
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IR/ ' AN N I\ /1 J }\
PROPOSED 1ST & 2ND MEN'S LOBBY RESTROOM ELEVATIONS
Scale: 1/4" = 1'-0"
e LLECTRICAL RE: ELECTRIOAL e MUEING
[ e ! - \ '
- e Bl i
. = | N mIit ===
” : \ e A e~ - (2
| ! i N
PROPOSED MEN'S BASEMENT RESTROOM ELEVATIONS
Scale: 1/4" = 1'-0"
e LLECTRICAL "R Hecmow | [ lEVoMS
/—ng SFLTSMBING;V \|; \ / !
7 - 1 M /
; =% NI \%E\h5$kgg
e L [\ | [\&
SS

._/MTL_l \—. (ss1) M RELOCATED TOILET, L. (ss1)
(vm) (Pw-1) RE:  PLUMBING

PROPOSED WOMEN'S BASEMENT RESTROOM ELEVATIONS

Scale: 1/4" = 1'-0"

WAINSCOT:
(CT-2) 18X18 CROSSVILLE VIRTURE, 4'—6" AFF

TO FLOOR, W/ GROUT COLOR PROSPEC
85 OYSTER

|-}

CEILING:
(CLG-1)  EXISTING
(CLG-2)  NEW CEILING TILE & HEIGHT TO MATCH EXISTING

(Ss-1) CORIAN DOESKIN

r COUNTER SOLID SURFACE:

RESTROOM PARTITION:
(PW-1) CORIAN DOESKIN

METAL EDGE FINISH:
(MTL—1)  SCHLUTER—RONDEC—STAINLESS STEEL
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ELECTRICAL PLAN - 2ND FLOOR

/4" - |'-0"
GFCI : 1
el v
B
o
I
G,
=
WE ol —
Q o) :
ERad | B
EN'S D
107
L]
& E) 11o4w

GFCI GFCI GFCI | i i

@v 3 ELECTRICAL PLAN - 18T FLOOR

/4" - |-0"

LIGHT FIXTURE SCHEDULE
TYPE | LAMPS | VOLTS JDESCRIPTION INPUT WATTS

A | 2-26W [120/277{WALL MOUNT VANITY 52w
KICHLER 45573CH

B LED (120/277(LINEAR SUSPENDED 4' 42w
TEXAS FLUORESCENTS LLLRB—47L—42W2488L—40K—-SA

c LED (120/277(LINEAR SUSPENDED 8’ 83W
TEXAS FLUORESCENTS LLLRB—96L—83W4976L—40K—SA

D LED (120/277(2x2 PRISMATIC 28W
TEXAS FLUORESCENTS 131—A125-22L—S28W2700L—MV—-40K

DE LED |120/277(2x2 PRISMATIC WITH 90 MIN EM BATTERY 28W
TEXAS FLUORESCENTS 131—A125-22L—S28W2700L—MV—40K—EM

ELECTRICAL SYMBOL LEGEND

SYMBOL | DESCRIPTION

SYMBOL | DESCRIPTION

=5r | DUPLEX RECEPTACLE NEMA 5-20R + 18" AFF UNLESS NOTED FIRE ALARM PULL STATION NOM.
=@ | DUPLEX RECEPTACLE NEMA 5-20R MOUNTED ABOVE COUNTERTOP FIRE ALARM STROBE

@)= | QUAD RECEPTACLE FIRE ALARM HORN/STROBE

(9 | FLUSH FLOOR DUPLEX OUTLET WITH COVER SMOKE DETECTOR

208V RECEPTACLE

=

DUCT SMOKE DETECTOR

JUNCTION BOX

&,
Q) | SPECIAL PURPOSE OUTLET (®) | HEAT DETECTOR
7772 | DISTRIBUTION PANEL LOCATION ANNUNCIATOR
[l | LIGHTING/POWER PANEL LOCATION FIRE ALARM CONTROL PANEL
CEILING MOUNTED FIRE ALARM STROBE TO BE FLUSH
=== | TELEPHONE PANEL BACKBOARD WITH_CEILING. CONNECT TO FIRE ALARM SYSTEM
TRANSFORMER TAMPER SWITCH
TIMECLOCK FLOW SWITCH
COMBINED PHONE/DATA OUTLET (2x4 BOX W/3/4"
W | CONDUIT TO CEILING WITH PULL STRING) = S ABBREVIATIONS
®D 5&‘,’3%")'0""'00'? PHONE/DATA OUTLET WITH COVER. (INCLUDES PHONE/DATA AFF ABOVE FINISHED FLOOR— DESIGNATES MOUNTING HEIGHT
v VOLTS
Ch | DISCONNECT SWITCH; NEMA 3R IF SHOWN OUTDOORS W WATTS
WP WEATHER PROOF
Dh | FUSED DISCONNECT SWITCH; NEMA 3R IF SHOWN OUTDOORS GFal GROUND FAULT CIRCUIT INTERRUPTER
c CONDUIT

G, GND GROUND

NOTE: ALL SYMBOLS ARE NOT NECESSARILY USED.
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(O Fet XSO
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R R |
»" GFCI “\‘}
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NI 29
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ELECTRICAL PLAN - BASEMENT

I/ " o_ Il_oll

GENERAL NOTES

1. ALL WORK SHALL COMPLY WITH THE 2011 NEC, 2012 IECC,
AND LOCAL CODES/AMENDMENTS.

2. CONFIRM EXISTING CONDITIONS.
3. REF ARCH FOR ADDITIONAL NOTES.

ELECTRICAL NOTES BY SYMBOL "¢\~

<> CIRCUIT NEW HAND DRYER (CONFIRM LOAD WITH NAMEPLATE) TO SPARE 120V
20A CIRCUIT BREAKER. CONFIRM AVAILABILITY IN FIELD. PROVIDE NEW CIRCUIT
IF REQUIRED. CONFIRM EXISTING CONDITIONS. PROVIDE SUBPANEL IF REQUIRED.
CONFIRM ADDITIONAL LOAD DOES NOT LOAD EXISTING
PANEL /FEEDERS/OVERCURRENT DEVICE TO MORE THAN 80% RATED CAPACITY.

@ PROVIDE NEW RECEPTACLE FOR NEW ELECTRIC WATER COOLER. RECEPTACLE
TO BE CONCEALED BEHIND UNIT.

IF_EXISTING WATER COOLERS ARE POWERED: CIRCUIT NEW WATER COOLERS TO
EXISTING WATER COOLER CIRCUIT; IF CIRCUIT BREAKER SERVING WATER
COOLERS IS NOT A GFCI TYPE CIRCUIT BREAKER, REPLACE WITH NEW GFCI
TYPE CIRCUIT BREAKER; RELOCATE EXISTING JUNCTION BOX AS REQUIRED TO
ENSURE ELECTRICAL IS CONCEALED BEHIND NEW ELECTRIC WATER COOLER.

IF_EXISTING WATER COOLERS ARE NOT POWERED: CIRCUIT TO NEW 120V 20A
GFCI TYPE CIRCUIT BREAKER. CONFIRM AVAILABILITY OF SPACE IN FIELD.
CONFIRM EXISTING CONDITIONS. PROVIDE SUBPANEL IF REQUIRED. CONFIRM
ADDITIONAL LOAD DOES NOT LOAD EXISTING PANEL/FEEDERS/OVERCURRENT
DEVICE TO MORE THAN 80% RATED CAPACITY.

CONNECT TO EXISTING LIGHTING CIRCUIT/CONTROL IN ROOM.

CIRCUIT NEW UNDER-SINK RECEPTACLES TO NEW 120V 20A GFCI TYPE
CIRCUIT BREAKER. CONFIRM AVAILABILITY OF SPACE IN FIELD. CONFIRM
EXISTING CONDITIONS. PROVIDE SUBPANEL IF REQUIRED. CONFIRM ADDITIONAL
LOAD DOES NOT LOAD EXISTING PANEL/FEEDERS/OVERCURRENT DEVICE TO
MORE THAN 807% RATED CAPACITY.

O ©

/\Jam_es F. Turner
J FTE Engineers, L.P.
\ /) 5 et ot ke o0
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PLUMBING FIXTURE SCHEDULE
SYMBOL LE GE ND MARK FIXTURE MANUFACTURER DESCRIPTION

SYMBOL DESCRIPTION UR=1 ADA URINAL URINAL — VITREOUS CHINA — TO MATCH EXISTING URINALS
AMERICAN STANDARD | AMERICAN STANDARD URINAL — 6541.132 ALLBROOK OR SIMILAR
SS SANITARY WASTE PIPING SLOAN SLOAN OPTIMA PLUS FLUSHVALVE - 1 1/2" TOP SPUD — MODEL #8186-0.5, 0.5 GPF
CWV COMBINATION WASTE/VENT PIPING
LV—1 LAVATORY KOHLER KOHLER MODEL#K-2382 ISSUE DATES
"""""" SANITARY VENT PIPING = SLOAN SLOAN MODEL#EAF—100—-P—ISM AUTO FAUCET
: LD WATER PIPING SLOAN SLOAN MODEL#SJS-1750 AUTO SOAP DISPENSER
oo HOT WATER PIPING LV=2 LAVATORY KOHLER KOHLER MODEL#K-2209 =
SLOAN SLOAN MODEL#EAF—100—-P—ISM AUTO FAUCET >
— 00— CONDENSATE DRAIN LINE PIPING (D) (CD) SLOAN SLOAN MODEL#SJS—1750 AUTO SOAP DISPENSER =
<<
— — Z| Y~
G LOW PRESSURE NATURAL GAS PIPING DF—1 | DRINKING FOUNTAN ELKAY JE758S " ; L
——MPG—— | MEDIUM PRESSURE NATURAL GAS PIPING MOUNTED ADA HEICHT 202l 2
— S —— STORM DRAIN PIPING DF=2 | DRINKING FOUNTAIN ELKAY #EZS8WS ol o
p REGULATOR WITH BOTTLE FILLER, MOUNTED ADA HEIGHT w NN
<| O| ~
—%—— | ons cock NI
o| O
——p><—— | GATE VALVE <
NOTES: .
— & | BALL VALVE

,_
b <
o IN
—
<<
L
—
T
|

1. REFER TO ARCHITECTURAL DRAWINGS FOR MOUNTING AND OTHER REQUIREMENTS FOR ALL TAS/ADA FIXTURES.

© COPYRIGHT 2015 HEIGHTS VENTURE ARCHITECTS, LLP

— N— | cHeEck vanve BRI = ==y 2. INSULATE PIPING BELOW FIXTURES PER TAS/ADA REQUIREMENTS.
@ @ NN B 3. ALL FIXTURE COLORS TO BE SELECTED BY ARCHITECT.
——i—— | uNioN i 4. PROVIDE WATER HAMMER ARRESTOR FOR ALL FIXTURES.
LOJROJRO
— @ | BALANCING VALVE 0 NN | = = = = -
OVERFLOW DRAIN OUTLET — SMITH 1070 | 3 3 3
> MOUNTED 24”AFG NN NSO Q \2/ \3/ % N \&/ STRUCTURE
225 7 VGD . ! | | 7 V@
b HOSE BIBB OR NON FREEZE WALL HYDRANT _5,\;____5 112 T - - ; ;\_T_;g
- - NS \T\ \Tﬂ ____|_
R - MIXING VALVE - - — I I @/ 1-1/2" 2
[ 1 I I o g
— CAP PIPING T ! ! T 3 3
= @)} py i I . ¢ ﬂ. 2! ¢ 4 te 3,
FLOOR DRAIN (FD) . . I N s S
. . ! CEILING 2l > £8 .
© HUB DRAIN (HD) 71 @ il B { [ | | i ze22 g4l
@ f ! ! -258 2878
T FLOOR SINK (FS) il @ i @ Lv=1 | DF-1 | i sz8s 3JrE:
=N 1 ‘ =/ "R | "R ! To2r Sha s
~~\ — ] ot o |
® FLOOR CLEANOUT (FCO) ON ) /@ = Lv-2 i DF=2 i : UR-1 (| e = b
TWO WAY OR DOUBLE CLEAN OUT (TWCO) (DCO) 1 V=2 @ /Q‘(@ lv—2 \3/ F _ T T | i —_—aes
\ J J T I T N "
\ - - -
f— WALL CLEANOUT (WCO) WOMEN’S N MEN'S /=) - - o — p— 1
Y - - - =
VIR VENT THROUGH ROOF 266 267 il 2 2 2 ——
| wC—1 we—1 (EX)We—1 -
AFF ABOVE FINISHED FLOOR FLOOR <
p T T ¥ —
AFG ABOVE FINISHED GRADE y@/_, I/~ \&_S
[
= EXISTING 4" X@
MPG MEDIUM PRESSURE GAS I e B 1 Es)-(rS'-nT\lG 4”f'5 | i \jt
S CONNECTION TO EXISTING @
3
() SEE CIVIL DRAWINGS FOR CONTINUATION [® PLUMBING RISERS
ALL SYMBOLS ON THIS LIST ARE NOT NECESSARILY USED ON THIS JOB L\" NO SCALE
- i
| V=1

PLUMBING PLAN - 2ND FLOOR PLUMBING PLAN - 2ND FLOOR = : T

—1

<
(o)
I 8
- - Q @ GENERAL PLUMBING NOTES: O > <DE o)
1. ALL WORK SHALL COMPLY WITH THE 2012 INTERNATIONAL L |: '®) N~

PLUMBING CODE AND LOCAL CODES/AMENDMENTS. = O
| | 2. CONFIRM EXISTING CONDITIONS. X o
i L ) 2\ B 3. REF ARCH FOR ADDITIONAL SCOPE OF DEMO & ADDITIONAL =2 Z = <
‘j @‘ gr' é \® \_1/ L‘ NOTES. O @) X
MEN'S Lv-1 T e MEN'S 4, REF ARCH FOR POSSIBLE RELOCATION OF EXISTING — O LLl
o= WALL-MOUNT WATER CLOSETS TO CONFORM TO ADA MOUNTING I N~

o8 ) .y o9 HEIGHTS. ADJUST PLUMBING AS REQUIRED. 1

9, 7, 1 p) ¢

Lv-1 & 5. EXTEND PLUMBING AS REQUIRED FOR ANY NEW FIXTURES — -
= — | — REPLACING EXISTING FIXTURES. Z 0O &(J CZ)

R e e B TR
NEINVRANN I?ﬁ} TN M S =z 5
\@ \@ \@ AS REQUIRED BY A LICENSED FIRE SPRINKLER = < W
r*@ @ @ @W @ K@ | CONTRACTOR AND CONFORM TO NFPA 13, < Q 0 O
‘ 3 3 3 OMEN ’ S — ) A Z LL < m

- T |
100 - Q) & O n ~N» u o @
P << L PLUMBING NOTES BY SYMBOL O — —

- - o O > 5

— REPLACE EXISTING WALL MOUNT LAVATORY WITH NEW —

COUNTER MOUNT LAVATORY/LAVATORIES. 5

NEW WATER CLOSET. CONNECT TO EXISTING SANITARY

SEWER (MIN. 4"), VENT (MIN. 2"), AND COLD WATER
(MIN. 1-1/2") LINES SERVING EXISTING RESTROOMS.

DEMO EXISTING SHOWER. CAP PLUMBING CONNECTIONS.

g o
P ‘ L=, ,
@W / /@ — e (3) REPLACE DXSTNG DRIKING FOUNTAN WIH NEW
] V=2 (l/\\ o \3/ [ DRINKING FOUNTAIN.
: W | 3 I
WOMEN’S MEN'S N — — (5) MOVE EXSTNG WATER CLOSET, REF KEYNOTE 6 FOR NEW
. @ 7PN e N LOCATION. CAP EXISTING PLUMBING IN WALL.
163 164 ] &, Lv=1 --n‘g Lv-1 -, PROJECT NO.
| - ) s (5) REMOVE EXSTNG LRINAL, INSTALL WATER CLOSET 14056
N @4 >@ REMOVED BY KEYNOTE 5 IN ITS PLACE. DATE PLOTTED: 1115
i A
1 Lv=1 “? AR Il (7) NEW URINAL INSTALL AT ADA HEIGHT PER CHECKED T | T
: i 4 3/ . ARCHITECTURAL. CONNECT TO EXISTING SANITARY SEWER FE NAVE,
— — ‘ ‘ (MIN. 47), VENT (MIN. 2"), AND COLD WATER (MIN.
N 1-1/2") LINES SERVING EXISTING RESTROOMS.
P
-, RELOCATE EXISTING URINAL FROM EXISTING LOCATION TO SHEET TMLE
DF=2 LOCATION SHOWN. EXTEND LINES AS NEEDED.
@ Q PLUMBING PLAN

RN P
7 — L‘?’ NN L‘;& MY E—
Lv=1 1 Il

/\ilzam_es F. TtlirrFLer
ngineers, L.P. EET NOVBEF
\z J FTE m Iloo_flgw Ro%zgilite 160

f S . 21T 00 47438 P‘I O‘I
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