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GENERAL NOTES
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ALL FLASHINGS AND DETAILS SHALL CONFORM TO THE SPECIFICATIONS AND
THE DETAILS PROVIDED IN THESE DRAWINGS. UPON COMPLETION OF THE
WORK, ALL PENETRATIONS, EQUIPMENT MOUNTS, ETC. SHALL BE EXAMINED TO
YERIFY COMPLIANCE TO THESE DOCUMENTS.

ALL FLASHINGS SHALL BE PROPERLY TERMINATED. THE MEMBRANE
FLASHINGS SHALL BE PROTECTED BY AN APPROFPRIATE COUNTER FLASHING
WHICH COYERS THE TOP OF THE MEMBRANE BY A MINIMUM OF 2". ALL OF THE
COUNTER FLASHINGS SHALL BE PROPERLY TERMINATED SO THAT THERE ARE
NO EXPOSED EDGES.

ALL FLASHINGS SHALL BE CONTINUOCUS AT ALL CORNERS AND TRANSITIONS.
THE ENDS OF THE COUNTER FLASHINGS SHALL BE EXTENDED A MINIMUM OF 2"
BEYOND THE TERMINATION OF THE MEMBRANE FLASHING, AND THE EXPOSED
END SHALL BE APPROPRIATELY HEMMED AND SEALED AS REQUIRED.

MITERED AND SOLDERED TERMINATIONS, TRANSITIONS, AND CORNERS SHALL

BE USED SO AS TO PROVIDE A CONTINUOUS FLASHING SYSTEM INCLUDING
BOTH THE SHEET METAL COUNTER FLASHING AND MEMBRANE BASE FLASHING.

. FIELD VERIFY ALL DIMENSIONS AND CONDITIONS. THE CONTRACTOR SHALL

COMPLETELY FAMILIARIZE HIMSELF WITH ALL THE CONDITIONS. THE CONTRACT
SHALL BE FOR A COMPLETE AND SERVICEABLE REROCFING PROJECT WITH
ALL DETAILS AND WORK IN COMPLIANCE WITH REQUIREMENTS OF THE
PRIMARY ROOCFING MANUFACTURER, THE NATIONAL ROOFING CONTRACTOR'S
ASSOCIATION (NRCA), THE SHEET METAL AND AIR CONDITIONING
CONTRACTOR'S NATIONAL ASSOCIATION (SMACNA) AND THESE CONTRACT
DOCUMENTS. SOME DETAILS MAY NOT BE SHOUWN ON/IN THE DOCUMENTS, BUT
ALL DETAILS MUST CONFORM TO THE REQUIREMENTS OF THESE DOCUMENTS.

E. ALL EQUIPMENT SHALL BE RAISED 80 AS TO MEET THE MINIMUM EIGHT INCH

(&") CURB HEIGHT REQUIREMENT. ALL DISCONNECTING AND RECONNECTING OF
EQUIPMENT AND PIPING SHALL BE DONE IN ACCORDANCE WITH THE
REQUIREMENTS OF THESE DOCUMENTS.

F. ALL ROOF TOP CONDUIT/PIPING SHALL BE RAISED SO AS TO PROVIDE A

MINIMUM SIX INCH (O'-&6") CLEARANCE FROM TOP OF ROOF. DISCONNECTING
AND RECONNECTING OF CONDUIT/PIPING SHALL BE DONE IN ACCORDANCE
WITH THE REQUIREMENTS OF THESE DOCUMENTS.

CONTRACTOR SHALL PROVIDE ALL NEW VENTS, LEADS, AND FLASHINGS
UNLESS OTHERWISE DESIGNATED AS EXISTING. IT SHOULD BE NOTED THAT
SOME PENETRATIONS, FLASHINGS, SCUPFPERS OR ROOF MOUNTED EQUIPMENT
AND DETAILS MAY NOT BE SHOUN ON THE DRAWINGS.

INCLUDE NEW WOOD BLOCKING WHERE INDICATED ON THE DRAWINGS. WOOD
BLOCKING SHALL BE ANCHORED SECURELY AND IN ACCORDANCE WITH THE
PERFORMANCE REQUIREMENTS AND SHALL HAVE A MINIMUM 1©2 PLF PULLOUT
RESISTANCE. ALL WOOD NAILERS SHOUWN ON THE DRAUWING SHALL BE
INCLUDED IN THE BASE BID.

USE FACTORY TAPERED CANT STRIP AND INSULATION WHERE SHOUWN IN THE
DRAWINGS. FIELD TAPERING INSULATION SHALL NOT BE ACCEPTABLE, ALL
CRICKETS SHALL BE INSTALLED O THAT THERE [S POSITIVE DRAINAGE INTO
THE DRAINS. CRICKETS SHALL HAVE A NET SLOPE OF 174" OR AS SHOUN ON
THE DRAWINGS. IT SHOULD BE NOTED THAT DRAINS ARE OFTEN OFFSET FROM
THE LOW POINT OF THE ROOF AND THE CRICKETS MUST COMPENSATE FOR
THOSE DIFFERENCES.

ALL MATERIALS ARE TO BE CONSIDERED NEW EXCEPT WHERE
DESIGNATED AS EXISTING.

REFER TO DETAIL 2/R2.1 FOR STANDARD SHEET METAL ENGAGEMENT
DETAILS.

REFER TO DETAIL I/R21 FOR STANDARD COPING REQUIREMENTS.
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