
Cynthia Arias 

Pollution Control Coordinator 



 Identify generators and haulers in the city 

 Prevent the illegal disposal of non-hazardous 
liquid waste, 

 Eliminate sanitary sewer blockages and 
overflows, 

 Protect public health and the environment 



A person who causes, creates, 
generates, or otherwise produces liquid 

waste 

Restaurants/Food Establishments 

Automotive Repair/Service Stations  

Car Washes 

Industry 

Apartments 



 Water-borne solids, liquids, gaseous substances 
derived from sources, such as, but not limited 
to grease traps, grit traps, chemical/portable 
toilets, septic tanks and/or washwater 
operations. 



 Other Liquid Waste - Liquid , liquid-borne 
solids, gaseous substances and other residue 
and debris resulting from any municipal or 
industrial washwater, process water, 
contaminated storm water, contaminated 
ground water, liquid waste chemical, slurry 
and /or sludge which is not permitted to be 
discharged to the storm drain and may 
require pretreatment before discharge to the 
sanitary sewer 

 







 Must not allow liquid waste to accumulate 

 Service traps at least quarterly or as required 
for proper function 

 Use a City of Carrollton permitted liquid waste 
hauler -  CAR ### 

 Make sure hauler uses a City of Carrollton Trip 
Ticket 

 Supervise the hauler during pickup 

 



 Entire contents of trap must be cleaned and 
walls scraped 

 Retain your copy of trip ticket on the premises 
for at least three years 

 Two copies – yellow at the end of the pumping 
and a green final copy 

 











 What is FOG? Fats (solids) Oils (liquid) 
Grease(viscous, but not capable of flow) 

 Greatest factor for SSOs 

 SSOs are a constant, clear and present danger 
of municipal drinking supplies 

 



 Fact: FOG typically dissolves in water through 
hydrolysis 

 The speed of breakdown increases in direct 
proportion with concentration and contact with 
detergents and sanitizers 

 Myth: FOG separates more efficiently in cool, 
non turbulent water 

 Fact and Myth: FOG is recyclable 

 Yellow grease - fryer grease 

 Brown grease - grease trap waste 

 



 Separation 

 Efficiency is affected by globule size, temperature, 
and FOG viscosity 

 Reduction of globule size, temperatures above 150F, 
concentration of detergents and mechanical 
emulsification from long runs affect ascension rates  

 Adequate separation is considered 90% or greater 



 Retention 
 Grease capacity an interceptor can store before materially 

diminishing separation efficiency 

 Mechanical - certified to meet a standard of 90% or greater 
separation efficiency and a retention capacity of 2 pounds FOG for 
each gallon per minute rated inflow velocity 

 Gravity - no specific separation efficiency or retention capacity 

 Cleaning - 25% rule 

 pH lowers with the presence of a large portion of free fatty 
acids  

 Disposal 

 

 





Questions? 



Cynthia Arias 

Pollution Control Coordinator 

City of Carrollton 

972-466-3059 
cynthia.arias@cityofcarrollton.com 

http://cityofcarrollton.com/index.aspx?page=242 


