2023 NEC AMENDMENTS - CHAPTER 1
**Article 100; add definitions to read as follows:

Engineering Supervision. Supervision by a qualified State of Texas Licensed Professional
Engineer engaged primarily in the design or maintenance of electrical installations as referenced
by TBPELS 137.59 (a)(b) as acceptable by the AHJ.

**Article 110.2; amend to read as follows:

110.2 Approval. The conductors and equipment required or permitted by this Code shall be
acceptable only if approved. Approval of equipment may be evident by listing and labeling of
equipment by a Nationally Recognized Testing Lab (NRTL) with a certification mark of that
laboratory or a qualified third-party inspection agency or a field evaluation by a Field Evaluation
Body accredited by either the International Code Council International Accreditation Service
AC354 or ANSI National Accreditation Board programs and approved by the AHJ.

Exception: Unlisted equipment that is relocated to another location within a jurisdiction or is
field modified is subject to the approval by the AHJ. This approval may be by a field evaluation
by a NRTL or qualified third-party inspection agency or a field evaluation by a Field
Evaluation Body accredited by either the ICC IAS AC354 or ANAB programs and approved

by the AHJ.

Informational Note No. 1: See 90.7, Examination of Equipment for Safety, and 110.3,
Examination, Identification, Installation, and Use of Equipment. See definitions of
Approved, Identified, Labeled, and Listed.

Informational Note No. 2: Manufacturer’s self-certification of equipment may not
necessarily comply with U.S. product safety standards as certified by an NRTL.

Informational Note No. 3: National Fire Protection Association (NFPA) 790 and 791
provide an example of an approved method for qualifying a third-party inspection agency.

***Article 110.12 (B); amend to read as follows:

(B) Integrity of Electrical Equipment and Connections. Internal parts of electrical
equipment, including busbars, wiring terminals, insulators, and other surfaces, shall not be
damaged or contaminated by foreign materials such as paint, plaster, cleaners, abrasives, ¢
corrosive residues, or influences, fire, products of combustion, or water. There shall be no
damaged parts that may adversely affect safe operation or mechanical strength of the
equipment such as parts that are broken; bent, cut; or deteriorated by corrosion, chemical
action, or overheating. Except where prohibited elsewhere in this Code, equipment shall be
specifically evaluated by its manufacturer or a qualified testing laboratory prior to being
returned to service. [Remainder unchanged]




2023 NEC AMENDMENTS — CHAPTER 2
**Article 210.8 (4); amend to read as follows:
(A) Dwelling Units. /Existing text to remain]

Exception No. 4: Factory-installed receptacles that are not readily accessible and are
mounted internally to bathroem exhaust fan assemblies shall not require GFCI protection
unless required by the installation instructions or listing. [Remainder unchanged]

**Article 210.52 (C)(1); delete Exception No. 2.
**Article 210.52 (C)(2); amend to read as follows:

(2) Island and Peninsular Countertops and Work Surfaces. Receptacle outlets, if
installed to serve an island or peninsular countertop or work surface, shall be installed in
accordance with 210.52(C)(3). If a receptacle outlet is not provided to serve an island or
peninsular countertop or work surface, previsions—shall-be—provided—atthe—island—or
peninsula a chapter 3 wiring method shall be installed and supplied from a Small Appliance
Branch Circuit to a Listed Outlet Box in the Peninsular or Island Cabinet at an Accessible
Location for future addition of a receptacle outlet to serve the island or peninsular
countertop or work surface.

**Article 210.63 (B)(2); amend to read as follows:

(2) Indoor Equipment Requiring Dedicated Equipment Spaces. Where equipment,
other than service equipment, requires dedicated equipment space as specified in
110.26(E), the required receptacle outlet shall be located within the same room or area as
the electrical equipment as § e connecte 10 ¢ e cquipmen

disconnectingmeans.

***Article 200.7; add to read as follows:

200.7 Load Calculation. A load calculation shall be provided upon request when modifications
to the electrical installation occur.

***Article 230.85 (C); amend to read as follows:
(C) Replacement. [Existing text to remain/
Exception: Where an_existing installation is code compliant with 230.70 (A), and only

meter sockets, service entrance conductors, or related raceways and fittings are replaced,
the requirements of this section shall not apply.




2023 NEC AMENDMENTS - CHAPTER 4
***Article 408.4 (A), amend to read as follows:
(A) Circuit Directory or Circuit Description. /Existing text to remain]

(2) Included in a circuit directory that is permanently affixed and located on the face of,
inside of, or in an approved location adjacent to the panel door in the case of a panelboard

***Article 410.118; amend to read as follows:
410.118 Access to Other Boxes. /Existing text to remain]
Exception: Removable luminaires with a minimum measurement of 22 in. x 22 in. (558.8

mm x 558.8 mm) shall be permitted to be used as access to outlet, pull, junction boxes or
conduit bodies.

***Article 422.31 (B); amend to read as follows:

(B) Appliances Rated over 300 Volt-Amperes. For permanently connected appliances rated
over 300 volt-amperes, the branch-circuit switch or circuit breaker shall be permitted to serve
as the disconnecting means where the switch or circuit breaker is within sight from and is
readily accessible to the appliance er-be it serves or is capable of being locked in the open
position in accordance with 110.25 and is readily accessible to the appliance it serves.

Informational Note No. 1: See 422.34 for appliances employing unit switches.

Informational Note No 2: The following means of access are considered to be readily
accessible for this section when conforming to the additional access requirements of the I-
Codes:

(1) A permanent stair.
(2) A pull-down stair with a minimum 300-1b (136-kg) capacity.
(3) An access door from an upper floor level.




2023 NEC AMENDMENTS - CHAPTER 5
**Article 505.7; amend to read as follows:

505.7 Special Precaution. [Existing text to remain]

Informational Note No. 2: Electrical equipment that is dependent on the protection technique
permitted by 505.8(A) might not be suitable for use at temperatures lower than -20°C (-4°F)
unless they are identified for use at lower temperatures. Low ambient conditions require special
consideration. At low ambient temperatures, flammable concentrations of vapors might not
exist in a location classified as Class I, Zones 0, 1, or 2 at normal ambient temperature.
[Remainder unchanged]

2023 NEC AMENDMENTS — CHAPTER 6
***Article 690.9 (D); delete Exception.

**Article 695.6 (4)(1); delete Exception.

2023 NEC AMENDMENTS - CHAPTER 7

***Article 705.80; amend to read as follows:

705.80 Power Source Capacity. [Existing text to remain] Solar photovoltaic (PV) and wind
systems shall not be included in the sum capacity.

END OF NEC AMENDMENTS



