
 

2024 IMC AMENDMENTS – CHAPTER 1 

 

[C] **Section 101.1; amend to read as follows: 

 

101.1 Title. These regulations shall be known as the Mechanical Code of the City of Carrollton, 

hereinafter referred to as “this code.” 

 

**Section 102.8; amend to read as follows: 

 

102.8 Referenced codes and standards. The codes and standards referenced herein shall be those 

that are listed in Chapter 15 and such codes, when specifically adopted, and standards shall be 

considered part of the requirements of this code to the prescribed extent of each such reference 

and as further regulated in Sections 102.8.1 and 102.8.2. Whenever amendments have been 

adopted to the referenced codes and standards, each reference to said code and standard shall be 

considered to reference the adopted amendments. Any reference to NFPA 70 shall mean the 

National Electrical Code as adopted. [Remainder unchanged] 

 

[C] **Section 103; amend to read as follows: 

 

Section 103: Code compliance agency Building Inspection 

 

[C] **Section 103.1; amend to read as follows: 

 

103.1 Creation of agency. The Building Inspection Division of the Development Services 

Department is hereby created and the official in charge thereof shall be known as the code official. 

[Remainder unchanged] 

 

 

2024 IMC AMENDMENTS – CHAPTER 2 

 

***Section 202; add definitions to read as follows: 

 

EFFECTIVE DISPERSAL VOLUME CHARGE (EDVC).  The maximum refrigerant charge 

permitted for an effective dispersal volume. 

 

REFRIGERANT DETECTION SYSTEM. The product safety standard addresses both 

refrigerant detection systems and leak detection systems. In the product safety standard, a leak 

detection system is defined as “a sensing system which responds to refrigerant leaking from a 

refrigerating system.” A leak detection system may include gas sensing, ultrasonic, or other such 

methods that meet the standards UL 60335-2-40/CSA C22.2 No. 60335-2-40 or UL 60335-2-

89/CSA C22.2 No. 60335-2-89. [ASHRAE 15-2022: 3.1] 

 

REFRIGERANT DETECTOR. “Refrigerant sensor” is another term for refrigerant detector. A 

refrigerant sensor is a sensing element combined with electronic circuitry that provides a digital 

output or an analog signal output that corresponds to the sensed refrigerant gas concentration. 

[ASHRAE 15-2022: 3.1] 



2024 IMC AMENDMENTS – CHAPTER 3 

 

***Section 306.3; amend to read as follows: 

 

306.3 Appliances in attics. [Existing text to remain] Access to the attic space shall be provided 

by one of the following: 

 

1. A permanent stair. 

2. A pull-down stair with a minimum 300-lb (136-kg) capacity. 

3. An access door from an upper floor level. 

 

Exceptions: 

 

1. The passageway and level service space are not required where the appliance is 

capable of being serviced and removed through the required opening with the 

approval of the code official. 

 

2. Where the passageway is unobstructed and not less than 6 feet (1829 mm) high and 

22 inches (559 mm) wide for its entire length, the passageway shall be not greater 

than 50 feet (15 250 mm) in length.  

 

**Section 306.5.1; amend to read as follows: 

 

306.5.1 Sloped roofs. Where appliances, equipment, fans or other components that require service 

are installed on a roof having a slope of 3 units vertical in 12 units horizontal (25-percent slope) 

or greater and having an edge more than 30 inches (762 mm) above grade at such edge, a catwalk 

at least 16 inches in width with substantial cleats spaced not more than 16 inches apart shall be 

provided from the roof access to a level platform at the appliance. The level platform shall be 

provided on each side of the appliance to which access is required for service, repair or 

maintenance. [Remainder unchanged] 

 

 

2024 IMC AMENDMENTS – CHAPTER 5 

 

**Section 501.3; amend to read as follows: 

 

501.3 Exhaust discharge. [Exiting text to remain]. 

 

4. Toilet room exhaust ducts may terminate in a warehouse or shop area when infiltration 

of outside air is present.  

 

  



2024 IMC AMENDMENTS – CHAPTER 11 

 

***Section 1104.2; amend to read as follows: 

 

1104.2 Machinery room. [Exiting text to remain]. 

 

3. Machinery Rooms are not required when in compliance with ASHRAE 15 Section 7.4. 

 

*** Section 1104.3.1.1; add to read as follows: 

 

1104.3.1.1 Group A2L high-probability systems. High-probability systems using Group A2L 

refrigerants shall comply with ASHRAE 15 section 7.6. 

 

***Section 1109.2.5; amend to read as follows: 

 

1109.2.5 Refrigerant pipe shafts. [Existing text to remain] 

 

2. Piping in a direct refrigeration system using Group A1 refrigerant where the refrigerant 

quantity does not exceed the limits of Table 1103.1 for the smallest occupied space 

through which the piping passes. [Existing text to remain] 

 

END OF IMC AMENDMENTS 


