2024 TPC AMENDMENTS - CHAPTER 1
[C] **Section 101.1; amend to read as follows:

101.1 Title. These regulations shall be known as the Plumbing Code of the City of Carrollton,
hereinafter referred to as “this code.”

**Section 102.8; amend to read as follows:

102.8 Referenced codes and standards. The codes and standards referenced in this code shall
be those that are listed in Chapter 15 and such codes, when specifically adopted, and standards
shall be considered as part of the requirements of this code to the prescribed extent of each such
reference and as further regulated in Sections 102.8.1 and 102.8.2. Whenever amendments have
been adopted to the referenced codes and standards, each reference to said code and standard shall
be considered to reference the adopted amendments. Any reference to NFPA 70 shall mean the
National Electrical Code as adopted.

[C] **Section 103; amend to read as follows:

Section 103: Code-compliance-ageney Building Inspection

[C] **Section 103.1; amend to read as follows:

103.1 Creation of agency. The Building Inspection Division of the Development Services
Department is hereby created and the official in charge thereof shall be known as the code official.
[Remainder unchanged]

2024 IPC AMENDMENTS — CHAPTER 3

**Section 305.4.1; amend to read as follows:
305.4.1 Sewer depth. Building-sewers—th

eonneetion: Building sewers shall be installed not less than 12 inches (304 mm) below grade.
***Section 306.2.5; add to read as follows:

306.2.5 Plastic sewer and DWYV piping installation. Plastic sewer and DWYV piping installed
underground shall be installed in accordance with the manufacturer’s installation instructions and
ASTM D2321. Trench width shall be controlled to not exceed the outside pipe diameter plus 16
inches (406.4 mm) or in a trench which has a controlled width equal to the nominal diameter of
the diameter of the piping multiplied by 1.25 plus 12 inches (304.8 mm). The piping shall be
bedded in 4 inches (101.6) of granular fill and then backfilled compacting the side fill in 6-inch
(152.4-mm) layers on each side of the piping. The compaction shall be to a minimum of 85 percent
standard proctor density and extend to a minimum of 6 inches (152.4 mm) above the top of the

p1pe.




2024 IPC AMENDMENTS — CHAPTER 4

**Section 403.1; amend to read as follows:

403.1 Minimum number of fixtures. /Existing text to remain]

In other than E Occupancies, the minimum number of fixtures in Table 403.1 may be lowered, if

requested in writing by the applicant, stating reasons for a reduced number and approved by the

code official.

**Table 403.1; add footnote g to read as follows:

¢. Drinking fountains are not required in M Occupancies with an occupant load of 100 or less, B

Occupancies with an occupant load of 25 or less, and for dining and/or drinking establishments.

**%*Section 413.4; amend to read as follows:

413.4 Public laundries-and-central washing faeilities: Required location for floor drains. Floor

drains shall be installed in the following areas:

1.

b2

[

In public eein-eperated laundries and in the central washing facilities of multiple-family
dwellings, the rooms containing automatic clothes washers shall be provided with floor
drains located to readily drain the entire floor area. Such drains shall have an outlet of not
less than 3 inches (76 mm) in diameter.

Commercial kitchens.

Exception: In lieu of floor drains in commercial kitchens, the code official may
accept floor sinks.

Public restrooms.

Closets containing mop/service sinks.

2024 IPC AMENDMENTS — CHAPTER §

**%Section 502.3; amend to read as follows:

502.3 Water heaters installed in attics. /Existing text to remain] Access to the attic space shall
be provided by one of the following:

1.
2.
3.

A permanent stair.
A pull-down stair with a minimum 300-1b (136-kg) capacity.
An access door from an upper floor level.




2024 IPC AMENDMENTS — CHAPTER 6
**Section 608.17.5; amend to read as follows:

608.17.5 Connections to lawn irrigation systems. The potable water supply to lawn irrigation
systems shall be protected against backflow by an atmospheric vacuum breaker, a pressure vacuum
breaker assembly, a double-check assembly, or a reduced pressure principle backflow prevention
assembly. Valves shall not be installed downstream from an atmospheric vacuum breaker. Where
chemicals are introduced into the system, the potable water supply shall be protected against
backflow by a reduced pressure principle backflow prevention assembly.

2024 IPC AMENDMENTS — CHAPTER 7
**Section 703.6; delete.
**Section 704.5; add to read as follows:
704.5 Single stack fittings. Single stack fittings with internal baffle, PVC schedule 40 or cast-iron

single stack shall be designed by a registered engineer and comply with a nationally recognized
standard.

***Section 712.4.3; add to read as follows:

712.4.3 Dual pump system. All sumps shall be automatically discharged and, when in any “public
use” occupancy where the sump serves more than 10 fixture units, shall be provided with dual
pumps or ejectors arranged to function independently in case of overload or mechanical failure.
For storm drainage sumps and pumping systems, see Section 1113.

2024 IPC AMENDMENTS — CHAPTER 9
**Section 903.1.1; amend to read as follows:
903.1.1 Roof extension unprotected. Open vent pipes that extend through a roof shall be
terminated not less than 6 inches (152 mm) above the roof.

2024 IPC AMENDMENTS — CHAPTER 11

**Section 1109; delete.

2024 IPC AMENDMENTS - CHAPTER 12

**%*Section 1202.1; delete Exceptions.



2024 IPC AMENDMENTS - CHAPTER 15
***Chapter 15, subtitle ASTM; add ASTM D2321 to read as follows:
D2321-2020 Standard Practice for Underground Installation of Thermoplastic Pipe for

Sewers and Other Gravity-Flow Applications
306.2.5

END OF IPC AMENDMENTS



